
CONCRETE TERRAZZO TOPPING

- ULTRATOP TERRAZZO SYSTEM
DETAIL IS INTENDED TO BE A GUIDE FOR

CONCRETE TERRAZZO TOPPING.

MAPECRETE PROTECTOR FF,

HIGH-GLOSS FINISH/GUARD FOR STAIN

AND WEAR PROTECTION

ULTRATOP, SELF-LEVELING

CEMENTITIOUS TOPPING (3/8" MIN.

THICKNESS) + MAPEFLOOR I 900,

EPOXY RESIN + LARGE AGGREGATE

FROM 3/8" TO 3/4".

CONCRETE SUBSTRATE -

MECHANICALLY PROPERLY

PREPARED ICRI - CSP #3

PRIMER SN APPLIED AT 15 TO 20 WET

MILS WITH FULL SAND BROADCAST

USING MAPESAND COARSE (#16 TO #30

MESH SAND)

NOTES:

1. POLISHING PROCESS: USE PROPER EQUIPMENT AND TOOLS AS PART OF THE

MULTI-STEP DRY MECHANICAL PROCESS. (CONTACT MAPEI TECHNICAL SERVICES

FOR RECOMMENDATIONS).

2. MOISTURE MITIGATION: USE PLANISEAL MB TWO-COMPONENT 100%-SOLIDS

MOISTURE MITIGATION. (CONTACT MAPEI TECHNICAL SERVICES FOR

RECOMMENDATIONS).

3. ULTRATOP TERRAZZO SYSTEM: FOR AGGREGATE 3/8" TO 3/4" SIZE ONLY.
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