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Selection guide to help choose 
Adhesives for Resilient Materials

Floorings

Sports floorings

Wall coatings



FLOORINGS

▶ Adhesive based on synthetic resins in alcohol for textile 

and linoleum floor and wall coverings.

Adesilex F57

▶ Two-component, one-buttering epoxy-polyurethane 

adhesive for the installation of resilient flooring on 

absorbent and non-absorbent substrates in interiors 

and exteriors.

Also available in the rapid version.

Adesilex G19

▶ Two-component, one-buttering  epoxy-polyurethane 

adhesive for conductive rubber and PVC flooring  on 

absorbent and non-absorbent substrates.

Adesilex G19 
Conductive

▶ Two-component, one-buttering  epoxy adhesive for 

the installation of rubber flooring on absorbent and 

non-absorbent substrates in interiors and exteriors.

Adesilex G12

TOYS R US - Almere - Netherlands
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FLOORINGS

Adesilex V4

▶ Acrylic adhesive in water dispersion for the installation 

of resilient flooring.

Adesilex LP

▶ Double-buttering polychloroprene adhesive in solvent 

solution for the installation of rubber floors and walls.

Adesilex G20

▶ Low viscosity two-component, one-buttering  epoxy-

polyurethane adhesive for the installation of resilient 

flooring on absorbent and non-absorbent substrates in 

interiors and exteriors.

Also available in the rapid version.

Adesilex UP71

▶ Low-viscosity  water and solvent-free two-component 

polyurethane adhesive for bonding rubber and PVC 

flooring in interiors and exteriors.

▶ Acrylic adhesive in water dispersion with very low 

emission of volatile organic compounds (VOC) for 

textile floor coverings.

Mapecryl Eco

▶ Solvent-free, ultra quick-setting synthetic polymer 

adhesive in water dispersion with very low emission 

of volatile organic compounds (VOC) for textile and 

linoleum flooring.

Aquacol T

▶ Solvent-free fast setting synthetic polymer conductive 

adhesive in water dispersion.

Aquacol T 
Conductive

▶ Multi-purpose adhesive in water dispersion for laying 

vinyl flooring and walls and for bonding textile flooring 

and walls with all types of backing.

Rollcoll

▶ Double-buttering  polychloroprenic adhesive in solvent 

solution for conductive floors and walls on absorbent 

and non-absorbent substrates.

Adesilex VZ 
Conductive

Adesilex VZ

▶ Double-buttering  polychloroprenic adhesive in solvent 

solution for the installation of PVC floors and walls 

which must stick immediately and PVC base-boards 

and skirting boards.

▶ High-performance, deformable, two-component 

cementitious adhesive with rapid hydration and setting, 

suitable for ceramic tiles and stone material (thickness 

of adhesive up to 10 mm).

Granirapid

▶ Solvent-free double-buttering elastomeric adhesive 

in water dispersion with very low emission of volatile 

organic compounds (VOC)  for the installation of natural 

cork floor and wall coverings, where instant bonding is 

required.

Ultrabond
Aqua-Contact
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▶ Solvent-free adhesive in water dispersion which 

remains permanently tacky with very low emission 

of volatile organic compounds (VOC), for self-laying 

flooring tiles.

Ultrabond
Eco Fix

▶ Solvent-free, light-coloured acrylic adhesive in water 

dispersion with very low emission of volatile organic 

compounds (VOC) for laying conductive vinyl, rubber 

and textile flooring.

Ultrabond
Eco V4 Conductive

▶ Multi-purpose, solvent-free acrylic adhesive in water 

dispersion with a long open time and very low emission 

of volatile organic compounds (VOC), for laying rubber, 

PVC, vinyl, polyolephinic, linoleum and carpet flooring.

Ultrabond
Eco V4 SP

▶ Multi-purpose acrylic adhesive in water dispersion with 

very low emission of volatile organic compounds (VOC) 

for vinyl and rubber floors.

Ultrabond
Eco VS90

▶ Adhesive in water dispersion with a rapid, high initial bond 

and very low emission of volatile organic compounds 

(VOC), specifically formulated for textile floors.

Ultrabond
Eco 170

▶ Solvent-free, synthetic polymer adhesive in water 

dispersion with high initial tack and very low emission 

of volatile organic compounds (VOC) for textile floor 

and wall coverings.

Ultrabond
Eco 185

▶ Solvent-free acrylic adhesive in water dispersion with 

very low emission of volatile organic compounds 

(VOC) which forms a tough bond even after being 

left open for a long time, for laying rubber, PVC, vinyl, 

polyolephinic, linoleum and carpet flooring.

Ultrabond
Eco 350

▶ Adhesive in water dispersion with a strong initial 

bond, long open time and very low emission of volatile 

organic compounds (VOC)for vinyl floors.

Ultrabond
Eco 380

▶ Adhesive in water dispersion with a strong initial bond 

and very low emission of volatile organic compounds 

(VOC), specially formulated for linoleum.

Ultrabond
Eco 520

▶ Solvent-free synthetic polymer adhesive in water 

dispersion with with very low emission of volatile 

organic compounds (VOC) for bonding linoleum.

Ultrabond
Eco 540

▶ Solvent-free double-buttering elastomeric adhesive 

in water dispersion with very low emission of volatile 

organic compounds (VOC)  for the installation of natural 

cork floor and wall coverings, where instant bonding is 

required.

Contact Cork
Ultrabond Aqua-
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QueeN eLIzabeth 
hOSpItaL, 
Birmingham – England

Laying of:
vinyl flooring
Mapeproof ESM, 
Eco Prim T, 
Latexplan Trade, 
Ultrabond Eco VS90, 
Planipatch and Adesilex VZ

LOveRe LIbRaRy,  
Bergamo – Italy

Laying of:
rubber flooring 
Ultraplan Eco and 
Ultrabond Eco V4SP

t1 tOweR, 
La Défense – France

Laying of:
self-laying carpet tiles
Ultrabond Eco Fix
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ADHESIVES IN WATER EMULSION

Adesilex V4 • • • • • • • •
Aquacol T • • • • • • • • • •
Aquacol T Conductive •
Mapecryl Eco • • • • • • • • • • • • • • •
Rollcoll • • • • • • • • • • • • • • •
Ultrabond Eco 170 • •
Ultrabond Eco 185 • • • • • • • • •
Ultrabond Eco 350 • • • • • • • • • • • •
Ultrabond Eco 380 • • • • • • •
Ultrabond Eco 520 • •
Ultrabond Eco 540 • • • •
Ultrabond Eco Fix • • • •
Ultrabond Eco V4 Conductive • • •
Ultrabond Eco V4SP • • • • • • • • • • • •
Ultrabond Eco VS90 • • • • • • • • •
RESIN ADHESIVES IN ALCOHOL

Adesilex F57 • • • • • • • • • •
POLYCHLOROPRENIC AND ELASTOMERIC CONTACT ADHESIVES

Ultrabond Aqua-Contact • • • • • • • • • • •
Ultrabond Aqua-Contact Cork • •
Adesilex LP • • • • • • • • • • • • • • • • • • • • •
Adesilex VZ • • • • • • • • • • • • • • • • • • • • •
Adesilex VZ Conductive • • •
EPOXY, POLYURETHANE AND EPOXY-POLYURETHANE REACTIVE ADHESIVES

Adesilex G12 •
Adesilex G19 • • • • • •
Adesilex G19 Conductive • • •
Adesilex G20 • • • • • •
Adesilex UP71 • • • • •
CEMENTITIOUS ADHESIVES

Granirapid •

FLOORS
tabLe OF USE

More than 150 Mapei products assist Project Designers 
and Contractors create innovative LEED (The Leadership 
in Energy and Environmental Design) certified projects 
in compliance with the U.S. Green Building Council.

These symbols are used to identify MAPEI products which give off a low level of volatile 
organic compounds (VOC) as certified by GEV (Gemenischaft Emissionskontrollierte 
Verlegewerkstoffe, Klebstoffe und Bauprodukte e.V.), an international organization for 
controlling the level of emissions from products used for floors.

MAPEI PRODUCTS
MATCHED TO DIFFERENT 
TYPES OF SUBSTRATE 
MATERIALS
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ADHESIVES IN WATER EMULSION

Adesilex V4 • • • • • • • •
Aquacol T • • • • • • • • • •
Aquacol T Conductive •
Mapecryl Eco • • • • • • • • • • • • • • •
Rollcoll • • • • • • • • • • • • • • •
Ultrabond Eco 170 • •
Ultrabond Eco 185 • • • • • • • • •
Ultrabond Eco 350 • • • • • • • • • • • •
Ultrabond Eco 380 • • • • • • •
Ultrabond Eco 520 • •
Ultrabond Eco 540 • • • •
Ultrabond Eco Fix • • • •
Ultrabond Eco V4 Conductive • • •
Ultrabond Eco V4SP • • • • • • • • • • • •
Ultrabond Eco VS90 • • • • • • • • •
RESIN ADHESIVES IN ALCOHOL

Adesilex F57 • • • • • • • • • •
POLYCHLOROPRENIC AND ELASTOMERIC CONTACT ADHESIVES

Ultrabond Aqua-Contact • • • • • • • • • • •
Ultrabond Aqua-Contact Cork • •
Adesilex LP • • • • • • • • • • • • • • • • • • • • •
Adesilex VZ • • • • • • • • • • • • • • • • • • • • •
Adesilex VZ Conductive • • •
EPOXY, POLYURETHANE AND EPOXY-POLYURETHANE REACTIVE ADHESIVES

Adesilex G12 •
Adesilex G19 • • • • • •
Adesilex G19 Conductive • • •
Adesilex G20 • • • • • •
Adesilex UP71 • • • • •
CEMENTITIOUS ADHESIVES

Granirapid •

FLOORS
tabLe OF USE

References for these products are available on www.mapei.com
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▶ Two-component, one-buttering epoxy-polyurethane 

adhesive for the installation of resilient flooring on 

absorbent and non-absorbent substrates in interiors 

and exteriors.

Also available in the rapid version.

Adesilex G19 Adesilex G20

▶ Low viscosity two-component, one-buttering  epoxy-

polyurethane adhesive for the installation of resilient 

flooring on absorbent and non-absorbent substrates in 

interiors and exteriors.

Also available in the rapid version.

Adesilex UP71

▶ Low-viscosity  water and solvent-free two-component 

polyurethane adhesive for bonding rubber and PVC 

flooring in interiors and exteriors.

▶ Multi-purpose, solvent-free acrylic adhesive in water 

dispersion with a long open time and very low emission 

of volatile organic compounds (VOC), for laying rubber, 

PVC, vinyl, polyolephinic, linoleum and carpet flooring.

Ultrabond
Eco V4 SP



SpORtS FLOORINGS
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SpORtS FLOORINGS

▶ Fast setting, solvent- and water-free two-component 

polyurethane adhesive with very low emission of 

volatile organic compounds (VOC) for bonding jointing 

strips between sheets of synthetic grass.

Ultrabond
Turf PU 2K Rapid

▶ Two-component epoxy-polyurethane adhesive for 

bonding jointing strips between sheets of synthetic 

grass.

Ultrabond
Turf EP 2K

▶ Two-component polyurethane adhesive for bonding 

jointing strips between sheets of synthetic grass.

Ultrabond
Turf PU 2K

▶ One-component, ready-to-use, polyurethane adhesive for 

bonding jointing strips between sheets of synthetic grass.

Ultrabond
Turf PU 1K

tabLe OF USE
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ADHESIVES IN WATER EMULSION

Ultrabond Eco V4SP • •
EPOXY, POLYURETHANE AND EPOXY-POLYURETHANE 
REACTIVE ADHESIVES
Adesilex G19 • • • •
Adesilex G20 • • • •
Adesilex UP71 • • • •
Ultrabond Turf EP 2K •
Ultrabond Turf PU 1K •
Ultrabond Turf PU 2K •
Ultrabond Turf PU 2K Rapid •

More than 150 Mapei products assist Project Designers and Contractors create 
innovative LEED (The Leadership in Energy and Environmental Design) certified 
projects in compliance with the U.S. Green Building Council.

These symbols are used to identify MAPEI products which give off a low level of volatile 
organic compounds (VOC) as certified by GEV (Gemenischaft Emissionskontrollierte 
Verlegewerkstoffe, Klebstoffe und Bauprodukte e.V.), an international organization for 
controlling the level of emissions from products used for floors.

References for these products are available on www.mapei.com

MAPEI PRODUCTS
MATCHED TO DIFFERENT 
TYPES OF SUBSTRATE 
MATERIALS



waLL COatINGS

▶ Adhesive based on synthetic resins in alcohol for textile 

and linoleum floor and wall coverings.

Adesilex F57 Adesilex MT32

▶ Adhesive in water dispersion for laying all types of wall 

coatings: tufted wallpaper, flock-print, heavy fabrics, 

glass fibre fabrics, etc.

Adesilex LP

▶ Double-buttering polychloroprene adhesive in solvent 

solution for the installation of rubber floors and walls.

Adesilex TDV

▶ Ready-to-use adhesive in water dispersion for laying 

non-woven fabric and glass fibre coatings.

08

PiRelli SkYScRaPeR - Milan - Italy
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waLL COatINGS

▶ Multi-purpose adhesive in water dispersion for laying 

vinyl flooring and walls and for bonding textile flooring 

and walls with all types of backing.

Rollcoll

▶ Special powder adhesive for heavy vinyl wall dressings 

with a paper or non-woven fabric backing.

Glicovil Special

▶ Solvent-free double-buttering elastomeric adhesive 

in water dispersion with very low emission of volatile 

organic compounds (VOC)  for the installation of natural 

cork floor and wall coverings, where instant bonding is 

required.

Ultrabond
Aqua-Contact

▶ Acrylic adhesive in water dispersion for laying PVC and 

foam PVC wall coatings and cork coatings with a PVC 

backing.

Adesilex VS45 Adesilex VZ

▶ Double-buttering  polychloroprenic adhesive in solvent 

solution for the installation of PVC floors and walls 

which must stick immediately and PVC base-boards 

and skirting boards.

Glicovil

▶ Multi-purpose powder adhesive for all types of wall 

coatings with a paper backing.

Glicovil Marker

▶ Multi-purpose powder adhesive for heavy vinyl wall 

coatings with a paper or non-woven fabric backing. 

When applied on walls, it leaves a coloured trace 

to highlight the distribution of the adhesive which 

disappears after approximately 10 minutes.

▶ Adhesive in water dispersion with a strong initial 

bond, long open time and very low emission of volatile 

organic compounds (VOC)for vinyl floors.

Ultrabond
Eco 380

▶ Adhesive in water dispersion with a strong initial bond 

and very low emission of volatile organic compounds 

(VOC), specially formulated for linoleum.

Ultrabond
Eco 520

▶ Solvent-free adhesive in water dispersion which 

remains permanently tacky with very low emission 

of volatile organic compounds (VOC), for self-laying 

flooring tiles.

Ultrabond
Eco Fix

▶ Multi-purpose, solvent-free acrylic adhesive in water 

dispersion with a long open time and very low emission 

of volatile organic compounds (VOC), for laying rubber, 

PVC, vinyl, polyolephinic, linoleum and carpet flooring.

Ultrabond
Eco V4 SP

▶ Multi-purpose acrylic adhesive in water dispersion with 

very low emission of volatile organic compounds (VOC) 

for vinyl and rubber floors.

Ultrabond
Eco VS90
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ADHESIVES IN WATER EMULSION

Adesilex MT32 • • • • • • • • • • • • •
Adesilex TDV • • • • • • •
Adesilex VS45 • • • • • •
Rollcoll • • • • • • • •
Ultrabond Eco 380 • • • • •
Ultrabond Eco 520 • • • • •
Ultrabond Eco Fix • • • • •
Ultrabond Eco V4SP • • • • •
Ultrabond Eco VS90 • • • • •
RESIN ADHESIVES IN ALCOHOL

Adesilex F57 • • • • •
POLYCHLOROPRENIC AND ELASTOMERIC CONTACT ADHESIVES

Ultrabond Aqua-Contact • • • • • • • • • •
Adesilex LP • • • • • • • • •
Adesilex VZ • • • • • • • • •
POWDERED ADHESIVES

Glicovil • • • • •
Glicovil Marker • • • • • •
Glicovil Special • • • • • •

More than 150 Mapei products assist Project Designers 
and Contractors create innovative LEED (The Leadership 
in Energy and Environmental Design) certified projects in 
compliance with the U.S. Green Building Council.

These symbols are used to identify MAPEI products which give off a low level of volatile 
organic compounds (VOC) as certified by GEV (Gemenischaft Emissionskontrollierte 
Verlegewerkstoffe, Klebstoffe und Bauprodukte e.V.), an international organization for 
controlling the level of emissions from products used for floors.

MAPEI PRODUCTS
MATCHED TO DIFFERENT 
TYPES OF SUBSTRATE 
MATERIALS
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ADHESIVES IN WATER EMULSION

Adesilex MT32 • • • • • • • • • • • • •
Adesilex TDV • • • • • • •
Adesilex VS45 • • • • • •
Rollcoll • • • • • • • •
Ultrabond Eco 380 • • • • •
Ultrabond Eco 520 • • • • •
Ultrabond Eco Fix • • • • •
Ultrabond Eco V4SP • • • • •
Ultrabond Eco VS90 • • • • •
RESIN ADHESIVES IN ALCOHOL

Adesilex F57 • • • • •
POLYCHLOROPRENIC AND ELASTOMERIC CONTACT ADHESIVES

Ultrabond Aqua-Contact • • • • • • • • • •
Adesilex LP • • • • • • • • •
Adesilex VZ • • • • • • • • •
POWDERED ADHESIVES

Glicovil • • • • •
Glicovil Marker • • • • • •
Glicovil Special • • • • • •

References for these products are available on www.mapei.com



StepS, pROFILeS, COvINGS, 
SKIRtINGS
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Adesilex LP

▶ Double-buttering polychloroprene adhesive in solvent 

solution for the installation of rubber floors and walls.

Adesilex VZ

▶ Double-buttering  polychloroprenic adhesive in solvent 

solution for the installation of PVC floors and walls 

which must stick immediately and PVC base-boards 

and skirting boards.

▶ Reinforced adhesive strip for laying profiles, base-

boards, fillets and resilient and textile coatings on 

steps.

Mapecontact

▶ Solvent-free double-buttering elastomeric adhesive 

in water dispersion with very low emission of volatile 

organic compounds (VOC)  for the installation of natural 

cork floor and wall coverings, where instant bonding is 

required.

Ultrabond 
Aqua-Contact

SaccO hOSPiTal - Milan - Italy



StepS, pROFILeS, COvINGS, 
SKIRtINGS

StepS, pROFILeS, COvINGS, SKIRtINGS

▶ Adhesive for mounting internal fixtures.

Ultrabond
Super Grip

▶ Solvent-free, synthetic polymer adhesive in water with 

very low emission of volatile organic compounds (VOC) 

for bonding base-boards in place.

Ultrabond
Eco 575

▶ One-component, ready-to-use, solvent-free, flexible 

polyurethane adhesive for all types of parquet on 

screeds made from MAPECEM, MAPECEM PRONTO, 

TOPCEM and TOPCEM PRONTO, cementitious screeds, 

old wooden, ceramic, marble and terrazzo floors, etc.

Ultrabond
P990 1K

▶ One-component, solvent-free, ready-to-use flexible 

thixotropic polyurethane adhesive for all types of 

parquet.

 Ideal for laying wooden steps for stairways.

Ultrabond
P997 1K T
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ADHESIVES IN WATER EMULSION

Ultrabond Eco 575 • • •
POLYCHLOROPRENIC AND ELASTOMERIC CONTACT ADHESIVES

Ultrabond Aqua-Contact • • • • • •
Adesilex LP • • • • • •
Adesilex VZ • • • • • •
BI-ADHESIVE STRIP (Dry adhesives)

Mapecontact • • • • • •
EPOXY, POLYURETHANE AND EPOXY-POLYURETHANE 
REACTIVE ADHESIVES
Ultrabond P990 1K •
Ultrabond P997 1K T •
POLYMERIC ADHESIVES

Ultrabond Super Grip • • • •
More than 150 Mapei products assist Project 
Designers and Contractors create innovative LEED 
(The Leadership in Energy and Environmental 
Design) certified projects in compliance with the 
U.S. Green Building Council.

These symbols are used to identify MAPEI products which give off 
a low level of volatile organic compounds (VOC) as certified by GEV 
(Gemenischaft Emissionskontrollierte Verlegewerkstoffe, Klebstoffe und 
Bauprodukte e.V.), an international organization for controlling the level of 
emissions from products used for floors.

References for these products are available on www.mapei.com

MAPEI PRODUCTS
MATCHED TO DIFFERENT 
TYPES OF SUBSTRATE 
MATERIALS


