
SYSTEM FOR
WATERPROOFING 
AND TILING IN 
SWIMMING POOLS



Technical Details Topcem Planicrete / Eporip Planitop Fast 330 Mapelastic Smart
Mapenet 150,  
Mapeband, &

Mapetex Sel N

Adesilex P10 &  
Isolastic Ultracolor Plus Kerapoxy Easy Design Mapesil AC Planiseal 88 Idrocrete KR 1000 Mapeproof AL AP

Product Description: Shrinkage Compensated, 
Rapid Drying Screed

Bonding Agent for 
Topcem Screed

Quick-setting and drying, 
Fibre-reinforced Render

Flexible, Polymer-
modified, Cementitious 

Waterproofing  
Membrane

Reinforcing Mesh 
for Mapelastic 
Waterproofing 

Membrane

Waterproofing tape  
for corners and joints

Tile Adhesive for Mosaics 
(*consult mapei for other 

tile types)

CG2WA Cementitious 
Tile Grout Epoxy Resin Grout Silicone Sealant

Waterproofing mortar for 
tanking of balance tanks 

and channels

Crystallising admixture 
for waterproof concrete

Pre-applied, fully 
bonded, self-adhering 
HDPE waterproofing 

membrane

Min/Max Thickness: 10 mm+ bonded to 
concrete pool base

Use Planicrete for  
bonding Topcem  

screed when <50 mm
use Eporip when  

>50 mm

3 - 30 mm
Apply in two x 1 mm 

coats to achieve a total 
2 mm thickness

Embed in wet first
 layer of Mapelastic

 Smart
1-5 mm 2-20 mm joint width 1-15 mm for Kerapoxy 

Easy Design variant Consult TDS 2-3 mm N/A N/A

Working Time: 60 minutes Consult TDS 20 minutes 60 minutes N/A 8 hours 20 minutes 45 minutes 10 minutes 60 minutes N/A N/A

Ready to use: 4 days

Do not allow bonding 
agent to dry before 

applying screed  
Consult TDS

24 hours to receive 
Mapelastic Smart 

waterproofing

4-5 hours between coats
5 days before tiling N/A 14 days 48 hours 4 days Varies depending on 

thickness, consult TDS 7 days N/A N/A

Consumption Rate:

2.5 kg/m2 per 10mm  
thickness.

*Sharp 0/8mm screed-
ing sand also required 

(source elsewhere) - Mix 
ratio 7:1

Consult TDS 1.45 kg/m2 per mm 
thickness

Trowel applied: 3.2 kg/m² 
per 2mm thickness N/A

Adesilex P10 - 2 kg/m2
Mix Adesilex P10 1:1 with 

Isolastic: Water
Isolastic – 4.25 kg per 25 

bag of Adesilex P10

Consult TDS / Mapei’s 
Online Consumption 

Calculator

Consult TDS / Mapei’s 
Online Consumption 

Calculator

Varies depending on 
thickness, consult TDS

1.5 kg/m2 per mm 
thickness

2% by weight  
of cement N/A

Application:

Apply as per traditional 
semi-dry screed. Finish  

to required surface 
regularity (SR1 for  

mosaics)

Brush Apply as per traditional 
cementitious render

Trowel or roller
*Trowel recommended  

 for mosaics.
Hand Trowel Grout float / Rubber 

squeegee
Grout float / Rubber 

squeegee Cartridge gun Brush or trowel Concrete pour External waterproofing  
of pool shell

Packaging: 20 kg bags Various 25 kg bags

Units of 30 kg:
Component A: 20 kg 

bags;
Component B: 10 kg 

drums.

50 x 1m roll.
50 m rolls of 120 mm  
total width. 90° and  

270° angles

Adesilex P10 – 25 kg 
sacks

Isolastic – various drum 
sizes

23 kg bags, and 4x5 kg  
or 8x2 kg alupack 10 kg, 5 kg & 2 kg 

bucket 310 ml cartridge 25 kg bags 20 kg bags and  
boxes of 4x4 kg

20 m2 rolls 
(1 m wide)

1.	 Regulating layer of concrete
2.	 Mapei external waterproofing 

Mapeproof AL AP (pre-
applied membrane) or, where 
required, Mapeproof AL 1200 
AP (post applied membrane)

3.	 Reinforced watertight 
concrete pool shell 
incorporating Mapei  
Idrocrete KR 1000 
waterproofing admixture

4.	 Idrostop 10 hydrophilic strip 
for construction joints 

5.	 Planicrete or Eporip  
bonding agent

6.	 Topcem or Topcem  
Pronto bonded screed

7.	 Cementitious render  
Planitop fast 330

8.	 Mesh for render 
reinforcement (where 
required)

9.	 Precast overflow channel 
10.	Mapeband  

waterproofing tape

11.	 Mapelastic Smart 
waterproofing membrane  
(applied in two coats)

12.	 Mapenet 150 reinforcing 
mesh

13.	 Mapei Tile Adhesive
14.	Tiles
15.	 Ultracolor Plus 

(Cementitious) or Kerapoxy 
Range (Epoxy) tile grout

16.	 Mapesil AC silicone sealant

1.	 Reinforced watertight 
concrete pool shell 
incorporating Mapei  
Idrocrete KR1000 
waterproofing admixture

2.	 Planitop Fast 330 Render
3.	 Mapelastic Smart 

waterproofing membrane  
(applied in two coats)

4.	 Mapetex Sel N or Mapenet 
150 reinforcing mesh

5.	 Mapelastic Smart 
Waterproofing Membrane

6.	 Adesilex P10 mixed with 
Isolastic adhesive for  
mosaics

7.	 Keracolor SF mixed with 
Fugolastic or Kerapoxy  
Easy Design

System For Waterproofing And Tiling In Swimming Pools 
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࡟	 System For Waterproofing And Installing Mosaic In Swimming Pools: ࡟	 System For Waterproofing And Installing  Ceramic Tiles In Swimming Pools: ࡟	 System For Waterproofing And Installing Mosaic In Swimming Pools:

1.	 Reinforced watertight
	 concrete pool shell 

incorporating Mapei 
Idrocrete KR1000 
waterproofing admixture

2.	 Planitop Fast 330 Render
3.	 Topcem or Topcem Pronto 

Screed, bonded with 
Planicrete (<50mm) or 
Eporip (>50mm) bonding 
agent

4.	 Mapelastic Smart 
waterproofing membrane  
(applied in two coats)

5.	 Mapetex Sel N or Mapenet 
150 reinforcing mesh

6.	 Mapelastic Smart 
waterproofing membrane  
(applied in two coats)

7.	 Cement fillet using a 
suitable mortar from the 
Mapegrout or Planitop 
range

8.	 Adesilex P10 and Isolastic 
Tile Adhesive for Mosaics *  
or other Mapei Tile Adhesive 
suitable for chosen tile

9.	 Tile 
10.	Keracolor SF mixed with 

Fugolastic or kerapoxy  
Easy Design

11.	 Mapesil AC Silicone Sealant
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MAPEI UK LTD 
Mapei House 

Steel Park Road
Halesowen 

West Midlands. B62 8HD
0121 508 6970

info@mapei.co.uk

MAPEI WORLD LONDON CITY
6 Great Sutton Street
Clerkenwell
London 
EC1V 0BX
020 3302 9610 
clerkenwell@mapei.co.uk

0121 508 6970 | mapei.co.uk
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