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MAPEI STAND AT THE RECENT CERSAIE EXHIBITION IN BOLOGNA,
ITALY

MAPEI staff from around the world were present at the recent Cersaie
Exhibition in Bologna, Italy.

Mapei Australia staff welcomed over 58 Australian clients who visited the
stand where they were given a guided tour. Clients enjoyed live product
demonstrations as well as meetings with our Italian Product Managers who
were more than happy to make themselves available.

With more than 900 exhibitors from almost 35 countries, "Cersaie" in
Bologna belongs to the most important trade fairs of the world. Of course,
the latest products and trends on the ceramic and sanitary sector are
shown there. Yet this event represents much more than any usual
industrial fair. Architects and designers create an artistic image of
“Cersaie".

On the whole the organisers welcomed about 945 exhibitors from 38
countries and 100985 visitors from 153 countries.

MAPEFILL GP

Mapefill GP is a general purpose non-shrink
grout with exceptionally high fluidity, non-toxic,
non-corrosive and chloride-free.

Ancharing of mechanical equipment
Anchoring of steel bars

Filling rigid joints between elements in
concrete and precast concrete
structures

Execution of underpinning

Pressure grouting of concrete structures
Grouting of machine base plates or
bridging bearings

Concrete repair

Excellent impermeability to water
Excellent adhesion to rebars and
concrete

DOES NOT contain metallic aggregates
Non-corrosive

Chloride-free

Available in 20kg bags

Colour: grey

Potlife: 60 minutes




Mapefill GP

General Purpose Non Shrink Grout

* (routing voids in structural elements
= Anchoring of mechanical equipment
* Anchoring of steel bars

* Pressure grouting of concrete
structures

Grouting of machine base plates
Conerete repair

DOES NOT contain metallic
aggregates

Non-toxic and non-corrosive
Chloride-free

Excellent impermeability to water
Excellent adhesion to rebars and
concrete

[ MAPEFILL GP

| Maximum thickness fior sayer | G0mm

Pot Lifs 60 mirles

It setting 7 hours

Final setting 8 hours

| Agplkation temperare | rom +5°C - +40°C
| Application types Tromel er pump
Color gey
| Sl Lie 12 months
[Pargiy 2atag
Gonsumption 10 -1 litves per 20k bag
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Click here or on Product Image to read the Technical Data Sheet

SWIMMING POOLS

Click to read Technical Brochure

SYSTEM FOR WATERPROOFING AND INSTALLING
CERAMIC TILES IN NEW SWIMMING POOLS
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PRODUCT SYSTEMS

Mapei have developed various complete systems for the installation of
ceramic and stone, carpet, vinyl, LVT and Timber Flooring as well as other
systems detailing Concrete Repair and Waterproofing.

All Systems including Work Method Statements are now available on our
website!

TECHNICAL BROCHURE FOR THE INSTALLATION OF SWIMMING POOLS

=Tnical NOlJM)I(f - -
WATERPROOFING BATHS
AND SWIMMING POOLS

TRAINING COURSES

MAPEI TRAINING AT YOUR

PREMISES B MAPEI  Coramic and Stone Adhesives

Interested in inviting customers to @ N g ﬁq
your premises for a Product ﬁ % &
Training Session with MAPEI?
el
email sales@mapei.com.au and request a B MAPE Groute and Sealants
Mapei staff member contact you to discuss.
g |
=
. i~ Rt |
display in your showroom and warehouse to @m Pimers aind Bonlig Agents
encourage your customers to attend as per this &

sample. Add your logo and contact details to ﬁ? .?-!
complete the flyer. M

Contact your local Mapei representative or

MAPEI can assist with flyers and posters to

PRODUCT SPOTLIGHT



Ultrabond P990

Polyurethane Timber Flooring Adhesive

(One-component ready-to-use
polyurethane timber flooring adhesive
Easy to frowel & gun out

Excellent rib stability & remains
flexlble after cured

Extremely low expansion

Solvent Free with low viscosity

Can be used over heating systems
|deal for bonding all sizes and
formats of jointed, pre-finished and
solid wood parguetry

= Suitable over cementitious
substrates, timber, ceramic floors
* Light foot traffic after 12hrs
Available in 900g cartridge and 15kg drum
ULTRABOND P80 1K
| PutLite | ready-mised
| Open time. | 110 minutes
Adfusiabiity time 3 hoars
Set 1o fight foo? Taffic after 12 haurs
Applcalion tempscte | o +10°C - +35°C
APPRCAON types tromd
| Colour | beige
Shaf Lie: 12 monts
Packaging 900 soft cartitge and
1_5@ l)run_n_
i Consumption | 800 - 1000 ghm
VOC content | <5gl
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Click on the image to read the Technical Data Sheet

FULLY WARRANTED PRODUCT SYSTEMS

SYSTEM FOR THE INSTALLATION OF SOLID TIMBER
FLOORING OVER ACOUSTIC MATTING

& MAPEr

totha compiata iist of suitable products and installation information

Click here to access more Product Systems available on our website
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