
103  MESEČEVA BELA | MOON WHITE

111 SREBRNO SIVA | SILVER GREY

100 BELA | WHITE 

123 ANTIK BELA | ANCIENT WHITE

112  SREDNJE SIVA | MEDIUM GREY

113 CEMENT SIVA | CEMENT GREY

114 ANTRACIT | ANTHRACITE

127  ARTIK SIVA | ARCTIC GREY

110 MENHETEN 2000 | MANHATTAN 2000

187 LAN | LINEN

176  SIVO-ZELENA | GREEN-GREY

125 KAMEN SIVA | CASTLE GREY

119 LONDON SIVA | LONDON GREY

174 TORNADO

163  SVETLOLILA | LIGHT LILAC

168  AZURNO PLAVA | CERULEAN

167  AVIO

169  ČELIK PLAVA | STEEL BLUE

172  SVEMIR PLAVA | SPACE BLUE

177  ŽALFIJA | SAGE

130   JASMIN | JASMINE

131  VANILA | VANILLA

132  BEŽ 2000 | BEIGE 2000

138  BADEM | ALMOND

137  KARIPSKI PESAK | CARIBBEAN

141   KARAMELA | CARAMEL

142   BRAON | BROWN

189  SPELTA | SPELT

133 PESAK | SAND

134 SVILA | SILK

188  BISKVIT | BISCUIT

135 ZLATNA PRAŠINA | GOLDEN DUST

152 ZEMLJANO SMEĐA | LIQUORICE

149 VULKANSKI PESAK | VOLCANO SAND

145 TERRA DI SIENA

144 ČOKOLADA | CHOCOLATE

143 TERAKOTA | TERRACOTTA

136 BLATNO BRAON | MUD

120 CRNA | BLACK

150 ŽUTA | YELLOW

700 TRANSLUCENTNA

700 + MAPEGLITTER SVETLOZLATNA

700 + MAPEGLITTER SREBRNA

282 MERMERNO SIVA | BARDIGLIO GREY

290 KREM | CREAM

147 KAPUĆINO | CAPPUCCINO

146 TAMNO BRAON | RICH BROWN

173 OKEAN PLAVA | OCEAN BLUE

283 MORSKO PLAVA | SEA BLUE

182 TORMALIN ZELENA | TORMALINE

183 LIMUN ZELENA | LIME GREEN

151 SENF ŽUTA | MUSTARD YELLOW

165 VIŠNJA | CHERRY RED

Zbog prirode procesa štampanja, prikazane boje imaju ilustrativni 
karakter i mogu odstupati od stvarne nijanse proizvoda. 
Za tačan prikaz boja, molimo pogledajte  zičke uzorke Mapei mase 
za fugovanje. Na konačni izgled ugrađene mase može uticati boja 
površine na kojoj se proizvod primenjuje kao i stepen osvetljenosti.

Due to the printing processes involved, the colours should be taken 
as merely indicative of the shades of the actual product.
For an accurate colour representation, please refer to Mapei 
“Coloured Grouts” samples. Colours can be affected by the surface 
(where they are used) and the brightness of the environment.

700 + MAPECOLOR METALLIC MESEČEVA PRAŠINA

700 + MAPECOLOR METALLIC BRILJANTIN

700 + MAPECOLOR METALLIC ZVEZDANA PRAŠINA

700 + MAPECOLOR METALLIC SAHARA

700 + MAPECOLOR METALLIC CIGLA CRVENA
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Cementna masa za fugovanje visokih performansi, za fuge 
širine do 20 mm; omogućava brzo puštanje površina u 
upotrebu nakon ugradnje.

High-performance, cementitious mortar for grouting joints 
up to 20 mm wide; it allows quick opening to traf c.

OTPORNA NA BUĐ
MOULDRESISTANT 

VODOODBOJNA
WATERREPELLENT 

BEZ ISCVETAVANJA SOLI
ANTIEFFLORESCENCE

Cementna masa za fugovanje visokih performansi, za fuge 
širine do 4 mm.

High-performance cementitious mortar for grouting joints 
up to 4 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

FINOZRNASTA
FINEGRAINED 

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

Polimer-modi kovana cementna masa za fugovanje visokih 
performansi, za fuge širine do 6 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints up to 6 mm wide.

VODOODBOJNA
WATERREPELLENT 

LAKO OBRADLJIVA
EASY WORKABILITY

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA

VERY LOW EMISSION OF VOC 

Dvokomponentna epoksidna masa visokih performansi, za 
fugovanje keramičkih pločica i kamena.

Two-component, high-performance epoxy mortar for 
grouting ceramic tiles and stone material.

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

USKLAĐENA SA HACCP 
PROTOKOLOM

HACCP COMPLIANT

Neutralna silikonska masa za zaptivanje, za pomeranja do 25%.

Pure acetic silicone sealant for movements up to 25%.

NE OSTAVLJA FLEKE, IDEALNA 
ZA POVRŠINE OD KAMENA

DOES NOT STAIN,
IDEAL FOR STONE

Polimer-modi kovana cementna masa čvrste granulacije 
visokih performansi, pogodna za fugovanje keramičkih i gres 
pločica u dezenu stare cigle, za fuge širine od 4 mm do 15 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints 4 to 15 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

Dvokomponentna epoksidna masa za fugovanje, idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP.

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. Very low emission of VOC and HACCP compliant.

POBOLJŠANA OBRADLJIVOST I 
LAKŠE ČIŠĆENJE 

IMPROVED WORKABILITY
AND CLEANABILITY 

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

Dvokomponentna epoksidna masa za fugovanje idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP. 

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. HACCP compliant.

POBOLJŠANA OBRADLJIVOST 
I LAKŠE ČIŠĆENJE

IMPROVED WORKABILITY
AND CLEANABILITY 

Dvokomponentna epoksidna masa za fugovanje, u skladu 
sa zahtevima sistema HACCP, za fuge širine najmanje 3 mm.

Two-component epoxy mortar for grouting joints at least
3 mm wide, HACCP compliant.

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA 

VERY LOW EMISSION
OF VOC 

TRAJNA I VISOKE 
ČVRSTOĆE 

DURABLE AND STRONG

VISOKA HEMIJSKA 
OTPORNOST

VERY HIGH CHEMICAL
RESISTANCE 

Pastozna masa na bazi polimera za fugovanje keramičkih 
pločica i mozaika; za fuge širine od 2 mm do 10 mm.

Polymer  ller paste for grouting ceramic tiles and mosaics 
2 to 10 mm wide.

SPREMNA ZA UPOTREBU
READY TO USE 

VODOODBOJNA
WATERREPELLENT 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

Čista acetatna silikonska masa za zaptivanje.

Pure acetic silicone sealant.

VISOKA ELASTIČNOST
HIGH ELASTICITY

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA
VERY LOW EMISSION OF VOC 

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT 

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

Mapei mase za fugovanje keramičkih pločica i kamena proizvedene su 
u skladu sa standardom EN 13888. Zbog prirode procesa štampanja, 
prikazane boje treba smatrati ilustrativnim. Stvarnu boju treba utvrditi 
na osnovu  zičkog uzorka proizvoda.

All Mapei grouts for ceramic tiles and stone material are in compliance 
with EN 13888 standards. Due to the printing processes involved, the 
colours should be taken as merely indicative of the shades of the 
actual product. Please refer to the real colour samples.

VEOMA NISKA EMISIJA 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

OTPORNA NA PEŠAČKI 
SAOBRAĆAJ

TRAFFICRESISTANT

*  Za precizna uputstva za upotrebu dodataka MapeGlitter i 
Mapecolor Metallic uvek potražite važeće tehničke listove proizvoda.

 For the correct use of MapeGlitter and Mapecolor Metallic, 
 always refer to relevant technical data sheets.

100 ● ● ● ● ● ● ● ● ● ●
103 ● ● ● ●
111 ● ● ● ● ● ● ● ● ●

123 ● ● ●
112 ● ● ● ● ● ● ● ●
113 ● ● ● ● ● ● ● ● ●
114 ● ● ● ● ● ● ● ●
127 ● ● ●
110 ● ● ● ● ● ● ● ●
187 ● ● ●
176 ● ● ●
174 ● ● ●
125 ● ● ●
119 ● ● ●
163 ● ● ●
168 ● ● ●
167 ● ● ●
169 ● ● ●
172 ● ● ● ●
177 ● ● ●
130 ● ● ● ● ● ● ● ● ●
131 ● ● ● ● ● ●
137 ● ● ●
132 ● ● ● ● ● ● ● ● ●
138 ● ● ●
141 ● ● ● ● ● ●
142 ● ● ● ● ● ● ●
189 ● ● ●
133 ● ● ●
134 ● ● ●
188 ● ● ●
135 ● ● ●
152 ● ● ●
144 ● ● ● ● ● ●
149 ● ● ●
145 ● ● ● ● ● ●
143 ● ● ● ●
136 ● ● ●
120 ● ● ● ● ● ●
150 ● ● ● ●

700 ●
700 +

MESEČEVA PRAŠINA* ●
700 +

BRILIJANTIN* ●
700 +

ZVEZDANA PRAŠINA* ●
700 +

SAHARA* ●
700 +

CIGLA CRVENA* ●
700 +

SVETLOZLATNA* ●
700 +

SREBRNA* ●
282 ●
290 ●
147 ●
146 ●
173 ●
283 ●
182 ●
183 ●
151 ●
165 ●

999 ● ●
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Cementna masa za fugovanje visokih performansi, za fuge 
širine do 20 mm; omogućava brzo puštanje površina u 
upotrebu nakon ugradnje.

High-performance, cementitious mortar for grouting joints 
up to 20 mm wide; it allows quick opening to traf c.

OTPORNA NA BUĐ
MOULDRESISTANT 

VODOODBOJNA
WATERREPELLENT 

BEZ ISCVETAVANJA SOLI
ANTIEFFLORESCENCE

Cementna masa za fugovanje visokih performansi, za fuge 
širine do 4 mm.

High-performance cementitious mortar for grouting joints 
up to 4 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

FINOZRNASTA
FINEGRAINED 

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

Polimer-modi kovana cementna masa za fugovanje visokih 
performansi, za fuge širine do 6 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints up to 6 mm wide.

VODOODBOJNA
WATERREPELLENT 

LAKO OBRADLJIVA
EASY WORKABILITY

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA

VERY LOW EMISSION OF VOC 

Dvokomponentna epoksidna masa visokih performansi, za 
fugovanje keramičkih pločica i kamena.

Two-component, high-performance epoxy mortar for 
grouting ceramic tiles and stone material.

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

USKLAĐENA SA HACCP 
PROTOKOLOM

HACCP COMPLIANT

Neutralna silikonska masa za zaptivanje, za pomeranja do 25%.

Pure acetic silicone sealant for movements up to 25%.

NE OSTAVLJA FLEKE, IDEALNA 
ZA POVRŠINE OD KAMENA

DOES NOT STAIN,
IDEAL FOR STONE

Polimer-modi kovana cementna masa čvrste granulacije 
visokih performansi, pogodna za fugovanje keramičkih i gres 
pločica u dezenu stare cigle, za fuge širine od 4 mm do 15 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints 4 to 15 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

Dvokomponentna epoksidna masa za fugovanje, idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP.

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. Very low emission of VOC and HACCP compliant.

POBOLJŠANA OBRADLJIVOST I 
LAKŠE ČIŠĆENJE 

IMPROVED WORKABILITY
AND CLEANABILITY 

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

Dvokomponentna epoksidna masa za fugovanje idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP. 

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. HACCP compliant.

POBOLJŠANA OBRADLJIVOST 
I LAKŠE ČIŠĆENJE

IMPROVED WORKABILITY
AND CLEANABILITY 

Dvokomponentna epoksidna masa za fugovanje, u skladu 
sa zahtevima sistema HACCP, za fuge širine najmanje 3 mm.

Two-component epoxy mortar for grouting joints at least
3 mm wide, HACCP compliant.

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA 

VERY LOW EMISSION
OF VOC 

TRAJNA I VISOKE 
ČVRSTOĆE 

DURABLE AND STRONG

VISOKA HEMIJSKA 
OTPORNOST

VERY HIGH CHEMICAL
RESISTANCE 

Pastozna masa na bazi polimera za fugovanje keramičkih 
pločica i mozaika; za fuge širine od 2 mm do 10 mm.

Polymer  ller paste for grouting ceramic tiles and mosaics 
2 to 10 mm wide.

SPREMNA ZA UPOTREBU
READY TO USE 

VODOODBOJNA
WATERREPELLENT 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

Čista acetatna silikonska masa za zaptivanje.

Pure acetic silicone sealant.

VISOKA ELASTIČNOST
HIGH ELASTICITY

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA
VERY LOW EMISSION OF VOC 

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT 

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

Mapei mase za fugovanje keramičkih pločica i kamena proizvedene su 
u skladu sa standardom EN 13888. Zbog prirode procesa štampanja, 
prikazane boje treba smatrati ilustrativnim. Stvarnu boju treba utvrditi 
na osnovu  zičkog uzorka proizvoda.

All Mapei grouts for ceramic tiles and stone material are in compliance 
with EN 13888 standards. Due to the printing processes involved, the 
colours should be taken as merely indicative of the shades of the 
actual product. Please refer to the real colour samples.

VEOMA NISKA EMISIJA 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

OTPORNA NA PEŠAČKI 
SAOBRAĆAJ

TRAFFICRESISTANT

*  Za precizna uputstva za upotrebu dodataka MapeGlitter i 
Mapecolor Metallic uvek potražite važeće tehničke listove proizvoda.

 For the correct use of MapeGlitter and Mapecolor Metallic, 
 always refer to relevant technical data sheets.

100 ● ● ● ● ● ● ● ● ● ●
103 ● ● ● ●
111 ● ● ● ● ● ● ● ● ●

123 ● ● ●
112 ● ● ● ● ● ● ● ●
113 ● ● ● ● ● ● ● ● ●
114 ● ● ● ● ● ● ● ●
127 ● ● ●
110 ● ● ● ● ● ● ● ●
187 ● ● ●
176 ● ● ●
174 ● ● ●
125 ● ● ●
119 ● ● ●
163 ● ● ●
168 ● ● ●
167 ● ● ●
169 ● ● ●
172 ● ● ● ●
177 ● ● ●
130 ● ● ● ● ● ● ● ● ●
131 ● ● ● ● ● ●
137 ● ● ●
132 ● ● ● ● ● ● ● ● ●
138 ● ● ●
141 ● ● ● ● ● ●
142 ● ● ● ● ● ● ●
189 ● ● ●
133 ● ● ●
134 ● ● ●
188 ● ● ●
135 ● ● ●
152 ● ● ●
144 ● ● ● ● ● ●
149 ● ● ●
145 ● ● ● ● ● ●
143 ● ● ● ●
136 ● ● ●
120 ● ● ● ● ● ●
150 ● ● ● ●

700 ●
700 +

MESEČEVA PRAŠINA* ●
700 +

BRILIJANTIN* ●
700 +

ZVEZDANA PRAŠINA* ●
700 +

SAHARA* ●
700 +

CIGLA CRVENA* ●
700 +

SVETLOZLATNA* ●
700 +

SREBRNA* ●
282 ●
290 ●
147 ●
146 ●
173 ●
283 ●
182 ●
183 ●
151 ●
165 ●

999 ● ●
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Cementna masa za fugovanje visokih performansi, za fuge 
širine do 20 mm; omogućava brzo puštanje površina u 
upotrebu nakon ugradnje.

High-performance, cementitious mortar for grouting joints 
up to 20 mm wide; it allows quick opening to traf c.

OTPORNA NA BUĐ
MOULDRESISTANT 

VODOODBOJNA
WATERREPELLENT 

BEZ ISCVETAVANJA SOLI
ANTIEFFLORESCENCE

Cementna masa za fugovanje visokih performansi, za fuge 
širine do 4 mm.

High-performance cementitious mortar for grouting joints 
up to 4 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

FINOZRNASTA
FINEGRAINED 

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

Polimer-modi kovana cementna masa za fugovanje visokih 
performansi, za fuge širine do 6 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints up to 6 mm wide.

VODOODBOJNA
WATERREPELLENT 

LAKO OBRADLJIVA
EASY WORKABILITY

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA

VERY LOW EMISSION OF VOC 

Dvokomponentna epoksidna masa visokih performansi, za 
fugovanje keramičkih pločica i kamena.

Two-component, high-performance epoxy mortar for 
grouting ceramic tiles and stone material.

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

USKLAĐENA SA HACCP 
PROTOKOLOM

HACCP COMPLIANT

Neutralna silikonska masa za zaptivanje, za pomeranja do 25%.

Pure acetic silicone sealant for movements up to 25%.

NE OSTAVLJA FLEKE, IDEALNA 
ZA POVRŠINE OD KAMENA

DOES NOT STAIN,
IDEAL FOR STONE

Polimer-modi kovana cementna masa čvrste granulacije 
visokih performansi, pogodna za fugovanje keramičkih i gres 
pločica u dezenu stare cigle, za fuge širine od 4 mm do 15 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints 4 to 15 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

Dvokomponentna epoksidna masa za fugovanje, idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP.

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. Very low emission of VOC and HACCP compliant.

POBOLJŠANA OBRADLJIVOST I 
LAKŠE ČIŠĆENJE 

IMPROVED WORKABILITY
AND CLEANABILITY 

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

Dvokomponentna epoksidna masa za fugovanje idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP. 

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. HACCP compliant.

POBOLJŠANA OBRADLJIVOST 
I LAKŠE ČIŠĆENJE

IMPROVED WORKABILITY
AND CLEANABILITY 

Dvokomponentna epoksidna masa za fugovanje, u skladu 
sa zahtevima sistema HACCP, za fuge širine najmanje 3 mm.

Two-component epoxy mortar for grouting joints at least
3 mm wide, HACCP compliant.

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA 

VERY LOW EMISSION
OF VOC 

TRAJNA I VISOKE 
ČVRSTOĆE 

DURABLE AND STRONG

VISOKA HEMIJSKA 
OTPORNOST

VERY HIGH CHEMICAL
RESISTANCE 

Pastozna masa na bazi polimera za fugovanje keramičkih 
pločica i mozaika; za fuge širine od 2 mm do 10 mm.

Polymer  ller paste for grouting ceramic tiles and mosaics 
2 to 10 mm wide.

SPREMNA ZA UPOTREBU
READY TO USE 

VODOODBOJNA
WATERREPELLENT 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

Čista acetatna silikonska masa za zaptivanje.

Pure acetic silicone sealant.

VISOKA ELASTIČNOST
HIGH ELASTICITY

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA
VERY LOW EMISSION OF VOC 

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT 

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

Mapei mase za fugovanje keramičkih pločica i kamena proizvedene su 
u skladu sa standardom EN 13888. Zbog prirode procesa štampanja, 
prikazane boje treba smatrati ilustrativnim. Stvarnu boju treba utvrditi 
na osnovu  zičkog uzorka proizvoda.

All Mapei grouts for ceramic tiles and stone material are in compliance 
with EN 13888 standards. Due to the printing processes involved, the 
colours should be taken as merely indicative of the shades of the 
actual product. Please refer to the real colour samples.

VEOMA NISKA EMISIJA 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

OTPORNA NA PEŠAČKI 
SAOBRAĆAJ

TRAFFICRESISTANT

*  Za precizna uputstva za upotrebu dodataka MapeGlitter i 
Mapecolor Metallic uvek potražite važeće tehničke listove proizvoda.

 For the correct use of MapeGlitter and Mapecolor Metallic, 
 always refer to relevant technical data sheets.

100 ● ● ● ● ● ● ● ● ● ●
103 ● ● ● ●
111 ● ● ● ● ● ● ● ● ●

123 ● ● ●
112 ● ● ● ● ● ● ● ●
113 ● ● ● ● ● ● ● ● ●
114 ● ● ● ● ● ● ● ●
127 ● ● ●
110 ● ● ● ● ● ● ● ●
187 ● ● ●
176 ● ● ●
174 ● ● ●
125 ● ● ●
119 ● ● ●
163 ● ● ●
168 ● ● ●
167 ● ● ●
169 ● ● ●
172 ● ● ● ●
177 ● ● ●
130 ● ● ● ● ● ● ● ● ●
131 ● ● ● ● ● ●
137 ● ● ●
132 ● ● ● ● ● ● ● ● ●
138 ● ● ●
141 ● ● ● ● ● ●
142 ● ● ● ● ● ● ●
189 ● ● ●
133 ● ● ●
134 ● ● ●
188 ● ● ●
135 ● ● ●
152 ● ● ●
144 ● ● ● ● ● ●
149 ● ● ●
145 ● ● ● ● ● ●
143 ● ● ● ●
136 ● ● ●
120 ● ● ● ● ● ●
150 ● ● ● ●

700 ●
700 +

MESEČEVA PRAŠINA* ●
700 +

BRILIJANTIN* ●
700 +

ZVEZDANA PRAŠINA* ●
700 +

SAHARA* ●
700 +

CIGLA CRVENA* ●
700 +

SVETLOZLATNA* ●
700 +

SREBRNA* ●
282 ●
290 ●
147 ●
146 ●
173 ●
283 ●
182 ●
183 ●
151 ●
165 ●

999 ● ●
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Cementna masa za fugovanje visokih performansi, za fuge 
širine do 20 mm; omogućava brzo puštanje površina u 
upotrebu nakon ugradnje.

High-performance, cementitious mortar for grouting joints 
up to 20 mm wide; it allows quick opening to traf c.

OTPORNA NA BUĐ
MOULDRESISTANT 

VODOODBOJNA
WATERREPELLENT 

BEZ ISCVETAVANJA SOLI
ANTIEFFLORESCENCE

Cementna masa za fugovanje visokih performansi, za fuge 
širine do 4 mm.

High-performance cementitious mortar for grouting joints 
up to 4 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

FINOZRNASTA
FINEGRAINED 

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

Polimer-modi kovana cementna masa za fugovanje visokih 
performansi, za fuge širine do 6 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints up to 6 mm wide.

VODOODBOJNA
WATERREPELLENT 

LAKO OBRADLJIVA
EASY WORKABILITY

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA

VERY LOW EMISSION OF VOC 

Dvokomponentna epoksidna masa visokih performansi, za 
fugovanje keramičkih pločica i kamena.

Two-component, high-performance epoxy mortar for 
grouting ceramic tiles and stone material.

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

USKLAĐENA SA HACCP 
PROTOKOLOM

HACCP COMPLIANT

Neutralna silikonska masa za zaptivanje, za pomeranja do 25%.

Pure acetic silicone sealant for movements up to 25%.

NE OSTAVLJA FLEKE, IDEALNA 
ZA POVRŠINE OD KAMENA

DOES NOT STAIN,
IDEAL FOR STONE

Polimer-modi kovana cementna masa čvrste granulacije 
visokih performansi, pogodna za fugovanje keramičkih i gres 
pločica u dezenu stare cigle, za fuge širine od 4 mm do 15 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints 4 to 15 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

Dvokomponentna epoksidna masa za fugovanje, idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP.

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. Very low emission of VOC and HACCP compliant.

POBOLJŠANA OBRADLJIVOST I 
LAKŠE ČIŠĆENJE 

IMPROVED WORKABILITY
AND CLEANABILITY 

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

Dvokomponentna epoksidna masa za fugovanje idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP. 

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. HACCP compliant.

POBOLJŠANA OBRADLJIVOST 
I LAKŠE ČIŠĆENJE

IMPROVED WORKABILITY
AND CLEANABILITY 

Dvokomponentna epoksidna masa za fugovanje, u skladu 
sa zahtevima sistema HACCP, za fuge širine najmanje 3 mm.

Two-component epoxy mortar for grouting joints at least
3 mm wide, HACCP compliant.

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA 

VERY LOW EMISSION
OF VOC 

TRAJNA I VISOKE 
ČVRSTOĆE 

DURABLE AND STRONG

VISOKA HEMIJSKA 
OTPORNOST

VERY HIGH CHEMICAL
RESISTANCE 

Pastozna masa na bazi polimera za fugovanje keramičkih 
pločica i mozaika; za fuge širine od 2 mm do 10 mm.

Polymer  ller paste for grouting ceramic tiles and mosaics 
2 to 10 mm wide.

SPREMNA ZA UPOTREBU
READY TO USE 

VODOODBOJNA
WATERREPELLENT 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

Čista acetatna silikonska masa za zaptivanje.

Pure acetic silicone sealant.

VISOKA ELASTIČNOST
HIGH ELASTICITY

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA
VERY LOW EMISSION OF VOC 

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT 

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

Mapei mase za fugovanje keramičkih pločica i kamena proizvedene su 
u skladu sa standardom EN 13888. Zbog prirode procesa štampanja, 
prikazane boje treba smatrati ilustrativnim. Stvarnu boju treba utvrditi 
na osnovu  zičkog uzorka proizvoda.

All Mapei grouts for ceramic tiles and stone material are in compliance 
with EN 13888 standards. Due to the printing processes involved, the 
colours should be taken as merely indicative of the shades of the 
actual product. Please refer to the real colour samples.

VEOMA NISKA EMISIJA 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

OTPORNA NA PEŠAČKI 
SAOBRAĆAJ

TRAFFICRESISTANT

*  Za precizna uputstva za upotrebu dodataka MapeGlitter i 
Mapecolor Metallic uvek potražite važeće tehničke listove proizvoda.

 For the correct use of MapeGlitter and Mapecolor Metallic, 
 always refer to relevant technical data sheets.

100 ● ● ● ● ● ● ● ● ● ●
103 ● ● ● ●
111 ● ● ● ● ● ● ● ● ●

123 ● ● ●
112 ● ● ● ● ● ● ● ●
113 ● ● ● ● ● ● ● ● ●
114 ● ● ● ● ● ● ● ●
127 ● ● ●
110 ● ● ● ● ● ● ● ●
187 ● ● ●
176 ● ● ●
174 ● ● ●
125 ● ● ●
119 ● ● ●
163 ● ● ●
168 ● ● ●
167 ● ● ●
169 ● ● ●
172 ● ● ● ●
177 ● ● ●
130 ● ● ● ● ● ● ● ● ●
131 ● ● ● ● ● ●
137 ● ● ●
132 ● ● ● ● ● ● ● ● ●
138 ● ● ●
141 ● ● ● ● ● ●
142 ● ● ● ● ● ● ●
189 ● ● ●
133 ● ● ●
134 ● ● ●
188 ● ● ●
135 ● ● ●
152 ● ● ●
144 ● ● ● ● ● ●
149 ● ● ●
145 ● ● ● ● ● ●
143 ● ● ● ●
136 ● ● ●
120 ● ● ● ● ● ●
150 ● ● ● ●

700 ●
700 +

MESEČEVA PRAŠINA* ●
700 +

BRILIJANTIN* ●
700 +

ZVEZDANA PRAŠINA* ●
700 +

SAHARA* ●
700 +

CIGLA CRVENA* ●
700 +

SVETLOZLATNA* ●
700 +

SREBRNA* ●
282 ●
290 ●
147 ●
146 ●
173 ●
283 ●
182 ●
183 ●
151 ●
165 ●

999 ● ●

NOVO
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O
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O
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NOVO

NOVO

NOVO

NOVO

NOVO

NOVO

NOVO

NOVO

NOVO
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Cementna masa za fugovanje visokih performansi, za fuge 
širine do 20 mm; omogućava brzo puštanje površina u 
upotrebu nakon ugradnje.

High-performance, cementitious mortar for grouting joints 
up to 20 mm wide; it allows quick opening to traf c.

OTPORNA NA BUĐ
MOULDRESISTANT 

VODOODBOJNA
WATERREPELLENT 

BEZ ISCVETAVANJA SOLI
ANTIEFFLORESCENCE

Cementna masa za fugovanje visokih performansi, za fuge 
širine do 4 mm.

High-performance cementitious mortar for grouting joints 
up to 4 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

FINOZRNASTA
FINEGRAINED 

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

Polimer-modi kovana cementna masa za fugovanje visokih 
performansi, za fuge širine do 6 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints up to 6 mm wide.

VODOODBOJNA
WATERREPELLENT 

LAKO OBRADLJIVA
EASY WORKABILITY

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA

VERY LOW EMISSION OF VOC 

Dvokomponentna epoksidna masa visokih performansi, za 
fugovanje keramičkih pločica i kamena.

Two-component, high-performance epoxy mortar for 
grouting ceramic tiles and stone material.

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

USKLAĐENA SA HACCP 
PROTOKOLOM

HACCP COMPLIANT

Neutralna silikonska masa za zaptivanje, za pomeranja do 25%.

Pure acetic silicone sealant for movements up to 25%.

NE OSTAVLJA FLEKE, IDEALNA 
ZA POVRŠINE OD KAMENA

DOES NOT STAIN,
IDEAL FOR STONE

Polimer-modi kovana cementna masa čvrste granulacije 
visokih performansi, pogodna za fugovanje keramičkih i gres 
pločica u dezenu stare cigle, za fuge širine od 4 mm do 15 mm.

High-performance, polymer-modi ed cementitious mortar 
for grouting joints 4 to 15 mm wide.

LAKO OBRADLJIVA
EASY WORKABILITY 

Dvokomponentna epoksidna masa za fugovanje, idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP.

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. Very low emission of VOC and HACCP compliant.

POBOLJŠANA OBRADLJIVOST I 
LAKŠE ČIŠĆENJE 

IMPROVED WORKABILITY
AND CLEANABILITY 

VISOKA HEMIJSKA 
OTPORNOST

HIGH CHEMICAL
RESISTANCE 

Dvokomponentna epoksidna masa za fugovanje idealna 
za keramičke pločice, mozaik i kamen, proizvedena po 
tehnologiji BioBlock®, sa veoma niskom emisijom isparljivih 
organskih jedinjenja, u skladu sa zahtevima sistema HACCP. 

Two-component epoxy mortar, with BioBlock® technology, 
ideal for grouting ceramic tiles, mosaics and stone 
material. HACCP compliant.

POBOLJŠANA OBRADLJIVOST 
I LAKŠE ČIŠĆENJE

IMPROVED WORKABILITY
AND CLEANABILITY 

Dvokomponentna epoksidna masa za fugovanje, u skladu 
sa zahtevima sistema HACCP, za fuge širine najmanje 3 mm.

Two-component epoxy mortar for grouting joints at least
3 mm wide, HACCP compliant.

VEOMA NISKA EMISIJA ISPARLJIVIH 
ORGANSKIH JEDINJENJA 

VERY LOW EMISSION
OF VOC 

TRAJNA I VISOKE 
ČVRSTOĆE 

DURABLE AND STRONG

VISOKA HEMIJSKA 
OTPORNOST

VERY HIGH CHEMICAL
RESISTANCE 

Pastozna masa na bazi polimera za fugovanje keramičkih 
pločica i mozaika; za fuge širine od 2 mm do 10 mm.

Polymer  ller paste for grouting ceramic tiles and mosaics 
2 to 10 mm wide.

SPREMNA ZA UPOTREBU
READY TO USE 

VODOODBOJNA
WATERREPELLENT 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

Čista acetatna silikonska masa za zaptivanje.

Pure acetic silicone sealant.

VISOKA ELASTIČNOST
HIGH ELASTICITY

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

TRAJNA I VISOKE ČVRSTOĆE 
DURABLE AND STRONG

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA
VERY LOW EMISSION OF VOC 

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT

ANTIBAKTERIJSKA SVOJSTVA
ANTIBACTERIAL

GROUT 

SA VEOMA NISKOM EMISIJOM 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

Mapei mase za fugovanje keramičkih pločica i kamena proizvedene su 
u skladu sa standardom EN 13888. Zbog prirode procesa štampanja, 
prikazane boje treba smatrati ilustrativnim. Stvarnu boju treba utvrditi 
na osnovu  zičkog uzorka proizvoda.

All Mapei grouts for ceramic tiles and stone material are in compliance 
with EN 13888 standards. Due to the printing processes involved, the 
colours should be taken as merely indicative of the shades of the 
actual product. Please refer to the real colour samples.

VEOMA NISKA EMISIJA 
ISPARLJIVIH ORGANSKIH 

JEDINJENJA 
VERY LOW EMISSION OF VOC 

IZRAĐENA PO TEHNOLOGIJI 
BIOBLOCK

WITH BIOBLOCK
TECHNOLOGY

OTPORNA NA PEŠAČKI 
SAOBRAĆAJ

TRAFFICRESISTANT

*  Za precizna uputstva za upotrebu dodataka MapeGlitter i 
Mapecolor Metallic uvek potražite važeće tehničke listove proizvoda.

 For the correct use of MapeGlitter and Mapecolor Metallic, 
 always refer to relevant technical data sheets.

100 ● ● ● ● ● ● ● ● ● ●
103 ● ● ● ●
111 ● ● ● ● ● ● ● ● ●

123 ● ● ●
112 ● ● ● ● ● ● ● ●
113 ● ● ● ● ● ● ● ● ●
114 ● ● ● ● ● ● ● ●
127 ● ● ●
110 ● ● ● ● ● ● ● ●
187 ● ● ●
176 ● ● ●
174 ● ● ●
125 ● ● ●
119 ● ● ●
163 ● ● ●
168 ● ● ●
167 ● ● ●
169 ● ● ●
172 ● ● ● ●
177 ● ● ●
130 ● ● ● ● ● ● ● ● ●
131 ● ● ● ● ● ●
137 ● ● ●
132 ● ● ● ● ● ● ● ● ●
138 ● ● ●
141 ● ● ● ● ● ●
142 ● ● ● ● ● ● ●
189 ● ● ●
133 ● ● ●
134 ● ● ●
188 ● ● ●
135 ● ● ●
152 ● ● ●
144 ● ● ● ● ● ●
149 ● ● ●
145 ● ● ● ● ● ●
143 ● ● ● ●
136 ● ● ●
120 ● ● ● ● ● ●
150 ● ● ● ●

700 ●
700 +

MESEČEVA PRAŠINA* ●
700 +

BRILIJANTIN* ●
700 +

ZVEZDANA PRAŠINA* ●
700 +

SAHARA* ●
700 +

CIGLA CRVENA* ●
700 +

SVETLOZLATNA* ●
700 +

SREBRNA* ●
282 ●
290 ●
147 ●
146 ●
173 ●
283 ●
182 ●
183 ●
151 ●
165 ●

999 ● ●
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