
MAPECOAT TNS EXTREME  
RANGE 

Extreme outdoor paving solutions



PACKAGING
16.7 kg kit 
(component A = 0.7 kg + component B 16 kg)

Two-component, fast-drying epoxy-acrylic filler basecoat
in water dispersion, for sports surfaces and car traffic areas. 

The special composition of Mapecoat TNS Base Coat Extreme
allows rapid drying even at low temperatures, reducing
application times compared with standard acrylic products.

DESCRIPTION

ADVANTAGES

Quick 
drying

Suitable for car traffic 
areas

Resistant to low 
temperatures

Mapecoat TNS Base Coat Extreme

Hiding 
power

+2 h

CHECK THE 
TECHNICAL 
DATASHEET
on mapei.com

PACKAGING
16.7 kg kit 
(component A = 0.7 kg + component B 16 kg)

Two-component rapid-drying epoxy-acrylic coloured topcoating
with selected fillers used to form a durable coating of sports flooring,
car traffic, pedestrian areas and cycle lanes. 

Mapecoat TNS Extreme maintains high slip resistance even in wet conditions. 
The appropriate formulation allows the application on bituminous and 
cementitious conglomerate substrates and self-blocking concrete block paving 
and allows rapid drying even at low temperatures, reducing application times 
compared with standard acrylic products.

DESCRIPTION

ADVANTAGES

Quick
drying

Suitable for car traffic 
areas

Resistant to low 
temperatures

Mapecoat TNS Extreme

Aesthetic
effect

+2 h

CHECK THE 
TECHNICAL 
DATASHEET
on mapei.com



Compared with traditional resins, the Mapecoat TNS Extreme range 
enables certified, traffic-resistant, and fast-drying solutions
applicable even under the most extreme conditions.

Modular systems with the Extreme Range

TRADITIONAL 
RESINS

RESINS FROM  
THE EXTREME RANGE

Choice of colors

CE marking -

Also for applications 
at low temperatures -

Car traffic -

Systems of different 
thicknesses

Indoor/outdoor

Fast drying -

Slip resistance

Features
of range

Mapecoat TNS  
Multisport FT

Mapecoat TNS 
Professional FT

Mapecoat TNS 
Comfort FT

Mapecoat TNS 
Cushion FT 

PACKAGING
16.7 kg kit  
(component A = 0.7 kg + component B 16 kg)

Two-component epoxy-acrylic rapid-drying topcoating used to form a 
durable coating of sports surfaces, pedestrians areas and cycle lanes 
which  maintains high slip resistance even in wet conditions.

Mapecoat TNS Extreme SF is suitable, combined with Mapecoat TNS 
Extreme, for use on surfaces with high car traffic. Its particular composition
allows rapid drying even at low temperatures reducing application times 
compared with standard acrylic products.

DESCRIPTION

ADVANTAGES

Quick
drying

Resistant to low 
temperatures

Mapecoat TNS Extreme SF 

Low dirt
pick-up

+2 h

CHECK THE 
TECHNICAL 
DATASHEET
on mapei.com

Aesthetic 
effect



EVERYTHING’S OK, 
WITH MAPEI

HEAD OFFICE
MAPEI SpA
Via Cafiero, 22
20158 Milan
Tel. +39-02-37673.1 
mapei.com
mapei@mapei.it

M
K

70
65

23
0

 (G
B

) 1
0/

25
   

  k
n

ow
eb

.it


