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Mapei around the world
83 plants in 5 continents,
in 36 different countries.

Mapei nel mondo.
83 stabilimenti nei 5 continenti,
in 36 paese diversi.
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Mapei Headquarters Sede Centrale Mapei
Mapei main offices with factories Sedi e stabilimenti Mapei
R&D centres Centri di Ricerca & Sviluppo
Commercial branch offices of other Mapei-owned companies Filiali commerciali altre societa
Main offices with factories of other Mapei-owned companies Sedi e stabilimenti altre societa
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Mapei commercial branch offices Filiali commerciali Mapei

Mapei Nilai Plant

THE AMERICAS

EUROPE

OCEANIA

AFRICA

ASIA

Argentina

Mapei Argentina SA - Buenos Aires
Brazil

Mapei Brasil Materiais de Construgao
Ltda - Sdo Paulo - SP

Canada

Mapei Inc. - Laval - Québec
Colombia

Mapei Colombia S.AS. - Medellin
Costa Rica

Mapei Costa Rica - San José
Mexico

Mapei de México SA - Santiago de
Querétaro

Panama

Mapei Constrution Chemicals Panama
S.A. - Panama City

Peru

Mapei Pert SAC - Lima

Puerto Rico

Mapei Caribe Inc. - Dorado

USA

Mapei Corp. - Deerfield Beach - FL.
Polyglass Usa Inc. - Fernley - NV/
Gorka Cement US Corp. - DE

GRT General Resource Technology
Corp. - Eagan - MN

Venezuela

Mapei de Venezuela CA - Caracas

Austria

Mapei Austria GmbH - NuBdorf
ob der Traisen

Sopro Bauchemie GmbH - Asten
Belgium and Luxembourg

Mapei Benelux SA/NV - Grace-
Hollogne (Liege)

Bulgaria

Mapei Bulgaria EO.O.D. - Ruse
Croatia

Mapei Croatia d.o.0. - Sveta Nedelja
Czech Republic

Mapei, spol. s r.o. - Olomouc-Hodolany
Denmark

Mapei Denmark AS - Vejen
Finland

Mapei OY - Espoo

France

Mapei France S.A. - Saint Alban
(Toulouse)

Germany

Mapei GmbH - GroBostheim
Rasco Bitumentechnik GmbH -
Augustdorf

Sopro Bauchemie GmbH - Wiesbaden
Greece

Mapei Hellas SA - Chalkida
Hungary

Mapei Kft - Budaodrs

Sopro Hunggria Kft - Budakeski
Italy

Adesital Spa- Fiorano (Modena)
Cercol Spa - Sassuolo (Modena)
Fili&Forme Srl - San Cesario Sul Panaro
(Modena)

Mapei Spa - Milan

Polyglass Spa - Ponte Di Piave (Treviso)
VAGA. Srl - Costa De' Nobili (Pavia)
Vinavil Spa - Milan

Norway

Mapei AS - Sagstua

Poland

Mapei Polska Sp. z 0.0. - Gliwice
Gorka Cement Sp. z 0.0. - Trzebinia
Sopro Polska Sp. z 0.0. - Warsaw
Portugal

Lusomapei S.A. - Castanheira do
Ribatejo

Romania

Mapei Romania SRL - Bucharest
Russian Federation

Zao Mapei - Moscow

Serbia

Mapei SRB d.0.0. - LeStane, Beograd

Slovak Republic
Mapei SK s.r.o. - Ivanka Pri Dunaji
Slovenia

Mapei doo - Novo mesto

Spain

Mapei Spain SA - Santa Perpetua de
Mogoda (Barcelona)

Tecnopol Sistemas S.L.U. - Barcelona
Sweden

Mapei AB - Solna

Switzerland

Mapei Suisse SA - Sorens

Sopro Suisse - Thun

The Netherlands

Mapei Netherland BV - Aimelo
Sopro Nederland BV - Nieuwegein
Turkey

Mapei Yapi Kimyasallari

Insaat Sanayi Ve Ticaret AS. (Ankara)
Ukraine

Mapei Ukraine LLC - Kiev

United Kingdom

Mapei U.K. Ltd - Halesowen
Polyglass GB Itd. - Willenhall

Australia

Mapei Australia Pty Ltd - Wacol
New Zealand

Mapei New Zealand Ltd - Auckland

Egypt

Vinavil Egypt for Chemicals SAE - Suez
Mapei Egypt for construction
Chemicals SAE - Cairo

Kenya

Mapei East Africa LTD - Nairobi

South Africa

Mapei South Africa Pty Ltd -
Johannesburg

China
Mapei Construction Materials
(Guangzhou) Co. Ltd - Guangzhou

Hong Kong S.A.R.

Mapei China Ltd - Hong Kong

India

Mapei Construction Products India Pvt
Ltd - Bangalore

Indonesia
PT MAPEI Indonesia Construction
Products - Lippo Chikarang-Bekasi

Kazakhstan
Representative Office of ZAO Mapei -
Almaty

South Korea
Mapei Korea Ltd - Seoul

Malaysia

Mapei Malaysia Sdn Bhd - Petaling
Jaya

Philippines

Mapei Philippines Inc. - Sta. Rosa
Laguna

Qatar

Mapei Doha LLC - Doha

Saudi Arabia

Mapei Saudi LLC - Riyadh
ingapore

Mapei Far East Pte Ltd - Singapore
United Arab Emirates

Mapei Construction Chemicals L.L.C
Dubai

Vietnam

Mapei Vietnam Ltd - Quang Nam
Province
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We conduct research

and produce innovations
to support advancing technologies in
building and construction

We work to produce

consistent quality
for our customers and
for the environment

Our production system:
powerful, efficient, flexible and sustainable

Experience, research

and innovation
to construct a sustainable future together
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for ceramic tiles

Primer, Bonding Promoters and Consolidating Products -

Eco Prim Grip

Multi-purpose, ready-to-use bonding promoter primer with
very low emission of volatile organic compounds (VOC) for
render, smoothing and levelling compounds, and adhesives

LI ~ ERERIILEW (VOC) B ERIE - ERIKKE

BT LSMMERRHGE THNARARRER - URECHETE

Where to use

e Suitable for improving the bond of
adhesives for ceramic, smoothing and
levelling compounds on non-absorbent
surfaces such as ceramic, terrazzo and
natural stone floors

e Improve the bond of all types of cement,
gypsum and lime-based plasters on
concrete, brickwork, vibro-compressed
concrete blocks, lightweight block
and gypsum.

Advantages

e Guarantees a rough keying surface ideal
for render, smoothing and
levelling compounds

¢ Excellent bond on smooth substrates and
substrates with low absorbency

¢ Ready to use, single component

e Easy to apply by using a roller or a brush

e Extremely low emission level of volatile
organic compounds (VOC)

¢ Excellent bond strength

¢ Resistance to water and ageing

Technical Data (Typical Values) #AR%E (#EE)

ERER

o EBARKTL & Bk e B RS 77 FEIEIR
ﬂﬁlggﬁﬁﬂ%ﬁ’é S KERBRABME
FheE

* ALUERFAKE - BEEABEHARKRA
BETEE  WRELT - 8IFE - RaES
ifz)j;ji:l:ﬁ’é  BROKIRREFERZ A BRI

e
o ERUE SR IR BRI & MR FEHE
RE

o SRBMEREREARFIMKEN
e BN - BAH

o EFRIREBHER @ 5Tk

« EEMANILEY (VOC) B ERIE
o FHIRE LR E

* Bazk ~ WA

Product Identity /=45 5

Consistency $¥1iE

Creamy liquid FH&A

Colour Fits Grey k8
Dry solids content (%) E & & 70
Emicode EC1 Plus-extremely low emission level &k

Application Data 57 FA#{#Z (at +23°C - 50% R.H.)
Application temperature range i L2 E5E (°C)

+5 to/ZE +35

Waiting time before applying render J#& &5k K BT 1955
R jE] (mins/43-$)

15-20 (dependant on substrate temperature and porosity 1158 E F12% 7L 14T E)

Waiting time before applying smoothing compound

TR & YRTAIE AR 8] (mins/4> $h)
Final Performances T {E£#E
Resistance to humidity FFiZ4E /1

30 (dependant on substrate temperature and porosity #1581 FLI4% M E)

Excellent ft R

Resistance to ageing fif 2 1

Excellent LR

Resistance to solvents and oils B77A 5/E 1 AHMME Fair 1%
Resistance to acids and alkalis HTE 4 FHUHR 14 Fair %%

Consumption Fi=

Consumption varies between 0.20 and 0.30 kg/m? according to the absorption of the substrate FiZ#0.2 - 0.3 kg/m? ; FEmE R W4T E

Packaging f13
10 kg drums/#%

& MAPEI
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- Primer, Bonding Promoters and Consolidating Products

MapelLatex 117 & 119

Water-resistant, latex additive for bonding slurries and for
improving mortar mixes

RF &R R IR SR RIR S WL SR K EL iR s

Where to use ERXEE
As additive for site-mixed mortars for: £ AW I B & WFE -
e Screeds and renders o REERTHTERE
e Tile adhesives o RRERL
* Brick jointing o FELEIHSE
e Patch repairs s WINXEE
Mixed with cement to prepare bonding 5kRREEHEWERT:
slurries for: s FTRARRT LM ERL
¢ Bonding old to new concrete o LEMEIRTER
¢ Installing floor screeds
e

Advantages RRERER:
Latex-admixed mortars: o IR SR E Y HGEE
¢ Improved strengths and mechanical o IREKE S

properties o RIS EE
e Improved adhesion o IREMHLFEEE
* Improved abrasion resistance o HAIKEKIBIE
¢ Improved chemical resistance o L=E » AT 51X AkiEfk
¢ Reduced water permeability o FLEimE
e Safe for potable water Rz
* Non-corrosive s HERIFHEERE

Bonding slurries:
¢ Good bonding strength

Application examples [ Fi 5 i

Application of cement- Application of a cement- Scratch-coat mortar Cement-based render with

based bonding slurry based bonded screed admixed with MapelLatex MapelLatex

admixed with MapeLatex admixed with MapeLatex Fi& BRI 5Mapelatex KiREATIE AR E Mapelatex
KiRBEHEW RS KREHLTFWES RAER

Mapelatex ;8 &£ H Mapelatex ;@ &1E H

Technical Data (Typical Values) 3K #3E (#28{g)

Mapeset 111 + Mapeset 111 +
MapeLatex 119 MapeLatex 117

Mix ratio, by weight ;R &HECLL(EELEE) (%) 28 30

Viscosity #5FE (Pa.s) 348 385

Mix Density SE& FZ & (9/cm®) 1.768 1.787

Wetting capability (%) at 30°C #£30°C RHIEIE BE

-5 100 100

- 10 100 90

- 15’ 100 90

-20° 90 80

- 25’ 80 70

Tensile Adhesion Strength, 28 days - standard condition (MPa) 2.1 1.3

28K EHIE BRI & JI58

Tensile Adhesion Strength, 28 days - water immersion (MPa) 1.2 0.7

IKIZ28 K fF FIBTRLIY & S5

Tensile Adhesion Strength, 28 days - heat ageing (MPa) 2.5 1.4

TNFA28 K JF HHTRIM & J13R E

6 MADEI



Primer, Bonding Promoters and Consolidating Products -

Primer G

Synthetic, resin-based, water-dispersion primer with very low
volatile organic compound (VOC)

ERMEREKERET - FLEEILEY (VOC) SEMRIE

Where to use EREHE
* Preparing cement-based surface prior to o JKREMT BT LEWikErIAy
smoothing with self-leveling or thixotropic HEEREALE
smoothing compounds s AEEMBERERANEELE R
e For treating gypsum surfaces prior to fixing o AEHKFEEEEZ B
ceramic tiles
e As an anchoring coat for gypsum-based s
sprayable plasters s EAFABMKEREERE
s RETARE © MBI - #HI%
Advantages ZRREMERW RN AEmMAE D

e Suitable for gypsum & cementitious surface o > MEERETRIR/K B E
e Improves adhesion of smoothing
compounds, paints, adhesive for wallpaper, AEEEHEEEE
adhesive for tiles and mortar for renders. AEEESIR ST EELER:

e Reduce thg amour_wt of glue used for o« LR BEERRRIEEEY
wallpaper installation AR - EREFTFIREHER
SNARTEW R RELE
Application on different substrates (#n : Novoplan 21):

As a treatment for ceramic tiles installed o KIREEHM : 1111 5KERE
on gypsum / cement board:
e Stir the Primer G before use, spread it
uniformly on the surface with a flat brush
without diluting. Once it has dried fix
the tiles.
As a primer before applying self-levelling
compounds (for example: Novoplan 21):
e Cementitious substrates: dilute Primer G
1:1 with water

Technical Data (Typical Values) #7KX%3% (825 (g)
Product Identity /=@ 455

Consistency #F{iE Liquid iRz
Colour Zita Light Blue ZI5 &
GEV EMICODE (according to/fR#& EN ISO EC1 - very low emission T &k

16000-3, 6, 9, 11 and/F1 CEN/TS 16516)
Application Data |z F#{# (+23°C - 50% R.H.)

Application temperature range i T2 ESEEl (°C) +5 to/ZE +35
Minimum drying time g %@ &R 8 (mins/4> $4) approx./#J 30 - 40

Waiting time before applying the adhesive K& &FEAAT  approx./£2 - 3
HISERFRY 8] (hrs//]NAY)

Consumption £

The consumption of Primer G depends on the porosity Normal consumption is between 0.08 and 0.15 kg/m?
and absorption of the surface. EEHER 0.08 - 0.15 kg/m?
B EROR T4 3R T 9 22 B 2R AR i 1

Packaging 13
25 kg pail/##@

& MAPEI
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- Products for Ceramics and Stone Materials

Prosfas

Solvent-free, silicate-based consolidator for cementitious
substrates with high penetration capacity
AFKEEMBRRAMENSESEN  LEF > EHIBER
{RELF

Where to use & BEE
e Cementitious substrates with an unstable e KHIMEHEEENKEEMEREERT
surface or with poor mechanical o HFKI{LAIZRAIF AR EKEESE
characteristics DERKEWRERE R SRR
e Cementitious screed which tend to have a Hm
crumbly surface due to hydration defects
or lack of binders s
o (KHLE
Advantages « BBE  ASEELERNRE
* Low viscosity s AIREKEEERENEE
¢ High penetration properties to penetrate up o KB E# RE IS L4 I8
to several centimeters e ENHEA!
¢ Improves the cohesion of cementitious
surfaces.

e Impregnation and anti-dust primer on
cementitious surfaces.
® Ready-to-use

Technical Data (Typical Values) ¥4 %15 (s18{H)
Product Identity = G455

Density ZE (g/cmq) 1.19

Consistency £ iE Very fluid liquid #i%&

Colour ife Transparent 3% H3

Dry solids content & & & (%) 24

Brookfield viscosity #i& (mPa.s) 10

Application temperature range Jit T2 ESEEl (°C) +5 to/ZE +35

Drying time & {LRT &) Min..2.4 hours (depending on the amount applied and the ambient temperature and
:E;gglgjlzﬁj‘ (AT AR RETEE  IBEREmE)

Ready for use AJ {57 A jE] When dry Bt 5 0AT 5 F

Consumption fi=
0.5 to 0.7 kg/m?, but very porous surfaces may require four to six times as much 0.5~0.7 kg/m? » Xy 2 fLRIE H T R R4 60K

‘

Packaging 13
25 kg drum/#%

8 MADEI



Products for Ceramics and Stone Materials -
Mapeset 111

Cementitious adhesive for installation of ceramic tiles

Where to use
Thin bed installation of ceramic tiles on
cementitious floors and walls

Advantages

e Factory-batched for consistent
performance

e Good workability

e Creamy consistency for easy trowellability

¢ Vertical tile installations with no slippage

e Tiles are adjustable up to 15 minutes after
application (depending on ambient
conditions)

¢ No need to pre-soak tiles in water

e Good adhesion

Note: For improved performance, Mapeset
111 may be mixed with MapelLatex 117/119

Technical Data (Typical Values) 3R #3E (s A4E)

BTG ERE R 7K e Z B 7

&R
AT KRERES R E#EEER

e

o T #t7=  FamitaefaE

o RIFRIFET %88

o IUKTE > AIERK IS FiHEL

o BT AMFLELRERTLASED

s REERERIOSHWAAHERE (WX
FRIMESREMS)

s TEIRANZAER

s RIFRIMLEE N1

WA - AXIREEAE - Mapeset 111H] 5

MapelLatex 117/119;8&

Product Identity 7= & 45 &=

Consistency 4
Application data [z FH%{#Z (at +23°C and 50% R.H.)
Mix ratio 2 &HECLE

Powder #} 7 IA

100 parts Mapeset 111 with 23-25 parts of water by weight
1006343371 IN23-2543 7K

Pot life 7R (] (hrs//]NAY)

4-6

Open time B E /|8 (according to EN 1346) (mins/4> )

approx./#3 10

Adjustment time JEZERT 8] (mins/4> $) approx./£J 20
Grouting joints in wall tiles RJ3E4&RY 8] (3&TE) (hrs//\AS)  after 3-6 /NAY /&
Grouting joints in floor tiles RI3E4ERT (8] (M) (hrs/ZNEF)  after 24 /NS
Set to light foot traffic AT 7rEAS /&) (hrs//INeT) 24

Ready for service AJ {£{s /] (days/X) 14

Final Performances T {E[t#¢

Adhesion according to EN 1348 (N/mm?)

HhEER E (IRIERUNTRE)

- Initial adhesion EHHGIEE (after 28 days/ 28K J5) 0.8

- Adhesion after heating 1 /5 0.5

- Adhesion after water immersion /27K g 0.7

Consumption €

- Mosaic and small tiles 33 52 FI/\R < &7
(No. 4 spreader/ 454515k T])
- Normal size tiles 3@ R <t &%
(No. 5 spreader/5S 5 #1k JJ)
- Tiles with rough back relief or on irregular substrate
I AR N EEER L
(trowel no. 10/105 %&£k )

Packaging 13
20 kg bag/&%:

About/#] 2 kg/m?
2.5-8 kg/m?

About/ £J 6 kg/m?

& MAPEI
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- Products for Ceramics and Stone Materials
Mapeset 222

Single-component, high-performance, cementitious adhesive
with extended open time for installation of ceramic tiles

BAS - BEAE - BT R EREREEKIRER (8] #77K e B R4 7

Where to use

Bonding of ceramic tiles — including porcelain
and homogeneous tiles — and mosaics

on floors and walls in interior and exterior
applications

Suitable for tile size:

- 300 mm x 600 mm on wall

- 600 mm x 600 mm on floor

Advantages

e Economical, high-performance, adhesive
with C2E classification: cementitious (C),
improved (C2), extended open times (E)

¢ Polymer-modified: no latex needed, just
mix with water (5.4-5.8 litres of clean water
for 20 kg bag)

e Excellent workability

e Hardens with very little shrinkage

e With its extended open time, this adhesive
is preferred for:
— installing tiles in intricate laying patterns
— installations in outdoor environments

e No need to pre-soak in water

¢ Excellent adhesion

Technical Data (Typical Values) AR #3E (dA4{E)

ERGE
AREMNE-EFENAEZENNNERFY
FRER- &R D ETE
ERFUTRS

- EEEZEFE300 mm x 600 mm

- AR ZEF£600 mm x 600 mm

th

* 5% ~ EmTERE, BRFAFIC2EZER: kiR
#(C) ~ 138 84(C2) ~ EHKARERTE(E)

o AW TEAR ERAEKEIA
(20 kg NAS5.6-6Fi5K)

o AN T IR

o FE{LUTHRZR/N

o [EEIRER E AT XS FERT:
- EZNERREHEESX
- A IRIB R R

o LEMSENKPSNER

o S HAGRERE

In compliance with #F&%r# : Euronorm EN 12004 (C2E)

Product Identity =& 45 &=

Consistency #HE
Application data [ Fi%#% (at +23°C and 50% R.H.)

Mix ratio JE & HEEE

Paste Bk

100 parts Mapeset 222 with 27-29 parts of water by weight
10043435 in27-291537K

Pot life T2 R[] (hrs//INAT)

More than 8 /N L _E

Open time FE &Y |8 (according to/iR#& EN 1346) (mins/
535)

approx./#J 30

Adjustment time B%ERT 8] (mins/4> £h)

approx./# 60

Grouting joints in wall tiles RT3EAERT 8] (35TH) (hrs//)NAY)

after 4-8 /NI f&

Grouting joints in floor tiles ATA%ERT (8] ($57E) (hrs//NEf)  after 24 /B g
Set to light foot traffic RIS 1TREAS 8] (hrs//INET) 24
Ready for service #t{ i (days/X) 14

‘
o~

Final Performances T {El£AE

Adhesion according to EN 1348 (N/mm?)
HhEER B (IRIERUNTRE)

- Initial adhesion E#MHGIEE (after 28 days/ 28K J5)
- Adhesion after heating 1 j5

- Adhesion after water immersion /27K g

2.0

-
~

Consumption fi£

- Mosaic and small tiles 33 52 FI/\R < &7
(No. 4 spreader/ 45 515K T])
- Normal size tiles 3@ R <F &f&
(No. 5 spreader/5S 514k JJ)
- Tiles with rough back relief or on irregular substrate
A E SRS N ER
(trowel no. 10/10E 45 AU%E T])

Packaging 13
20 kg bag/£e%E

0 (&) MAPEI

About/#] 2 kg/m?
2.5-8 kg/m?

About/#] 6 kg/m?
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Keracolor 7

© High-performance mortar for joints up to 4 mm

* Smooth, white, compact and super fine

* Polymer-modified

« For internal and external use

o For all types of pre-polished ceramic, terracotta,
glass mosaic, stone and marble floors

and coated surfaces

« Ideal for grouting thin joints

Mapei
Coloured Grouts

THE CEMENTITIOUS GROUTS
Keracolor[S7)
KeracolorJFF]

THE EPOXY GROUTS

UltracolorPlus}

100 WHITE

.-‘! <

110  MANHATTAN 2000

111  SILVER GREY

CEMENT GREY

ANTHRACITE

BLACK

i

: PERFECT FOR EVERY TYPE OF JOB

Keracolor FF

 High-performance mortar for joints up to 6 mm

 \Water-repellent (DropEffect®)

* Polymer-modified

o Available in 18 different colours

o For internal and external use

o For all types of ceramic, stone, glass mosaic and
marble floors and coatings

s
[z

- - 130 JASMINE PRODUCT SUITABLE FOR
PRODUCT SUITABLE FOR A . '4\\“
m ] 131 vanua m E . —
* with Fugolastic
132 BEIGE 2000

Ultracolor Plus

 High-performance mortar for joints from 2 to 20 mm

o Anti-efflorescence and mould-resistant with
BioBlock® technology

o Water-repellent (DropEffect®)

* Polymer-modified

o Available in 26 different colours

o For internal and external use

o For all types of ceramic, stone, glass mosaic and
marble floors and coatings

ETT% S
@ & ©
PRODUCT SUITABLE FOR

Q0OOO
006

N

2
AR
AN

CHOCOLA

TERRA DI SIENA

160 MAGNOLIA

170 CROCUS BLUE

indicative of the shades of the actual product.

For more information, please visit our website
www.mapei.com.my

Scan to download
Mapei App

*Due to the printing processes involved, the colours should be taken as merely

Fuga Fresca

 Acrylic resin-based paint in water dispersion
to bring back the colour of the joints between
ceramic tiles

o Available in 6 different colours

PRODUCT SUITABLE FOR

A B it

WHERE T0 USE:
:
Suitable Highl Suitable Highl Suitable Highly Suitable Highly Suitable Highly Suitable Highl Suitable Highly Suitable Highly Suitable Highly Suitable Highl
suggosted suggosted supgested supgostod supgested suggested suggested suggested suggestod suggosted
a el G #h ¥ A
(]

Residential environments ~ Coatings and facades ~ Balconies and terraces

Public environments Supermarkets

Bathrooms and kitchens Saunas and Turkish baths

Swimming-pools Food industry Sausage industries/oil mills



- Products for Waterproofing

Fastcement 555

Very fast-setting, cementitious mortar for stopping
water leaks, fast fixing and repairs of every kind

B PSR YR 3R [E] 7K e Hh 45 77

Where to use HHAE
¢ Rapid stopping of water leaks, even o FMEEIREKESEVIRIAT.
flowing water under pressure BERBERIEERK
e Fixing brackets, bolts, hinges o ZPALITAD « B ~ L
e Installing boxes for electrical systems o fiH fH & 3E
e Sealing concrete conduits, drains, o ENESRTIMREE ~ HE S Hkith
tanks, etc o BMERSHKEEREEETHIRA
¢ Plugging and closing holes for air-cond
pipes, ducting, etc s
o JEEREEEKIR
Advantages s MiREER
* Very fast setting * BEERRFILKIRIBE
¢ High early strengths o RIFHILE S
e Stops water completely and permanently e SiEHA AESHKES X BFHEIFEL
 Good adhesion s NEEILW
e Easy to use; just add water and mix
by hand

e Chloride-free

Application examples

Bz FASE B

Technical Data (Typical Values) #A%E ($#5{H)
Application Data |z F#{#% (at 23°C)

Mix ratio by weight SE & HE EE 100 g Fastcement 555 to 28 g water
FEL N 50K = 10052:285

Pot life at +20°C 7E20°CEREE T4 RERY 18] (mins/4> %) approx./# 1
Final Performances T {E[$#E
Flexural strength Hi#73&E (N/mm?)

- After ¥2 hour 304> $#/5 2
- After 3 hours 3/\if & 3
- After 24 hours 24/\i f& 4
- After 7 days 7K fg 5
- After 28 days 28K f5 6
Compressive strength HiE38E (N/mm?)

- After 2 hour 304> $h/5 8
- After 3 hours /NI & 13
- After 24 hours 24/\i |5 27
- After 7 days 7Kg 35
- After 28 days 28K /& 42

‘

Packaging 13
20x1 kg box / 20x1 kg& 3

12 (&) MAPEI



Products for Waterproofing -
Aquaflex Roof 77

Ready-to-use, flexible, liquid-applied membrane for
seamless exposed waterproofing of roof surfaces
BIRERMERER - R RERE—BRERR KRG E

Where to use ERE
e Cementitious roof decks, terraces o KREETNN - FHAATFIEA
and balconies s EEREEM
e Car porch roofs o BHEiE
* Tiled floors s ZEWME
¢ Metal sheet roofs o BEFAEMBIETR
e Cupolas and curved roofs e KiREEER
e Cement and clay roof tiles
s
Advantages o RMITEL REFIMEN %
* Weather and UV-resistant o LR — B T 4ER5 K IR
¢ Provides seamless waterproofing o O AR BB R FiE L
e Easy application with roller or brush o EF TN
* Flexible and elastic o AJ{HE2 5 TEE;
e Suitable for light foot traffic s SAEBHMNEmERIFHIME N
e Good adhesion on prepared substrates
Application on concrete or screed Application on existing ceramic tiles

ERTFRRLBWRERE ERTREMERERE

|

4 - L
Substrate 1st layer primer Completed with two Existing cleaned tile 1st layer primer Completed with two
preparation application top coats surface application top coats
HEEERNERE E—RRZER FRRZRTER BETANERRE F£—BARZ PR

Technical Data (Typical Values) A #11% (28{g)
Product Identity =& 45 &=

Consistency #FiE Paste Bk
Colour Zita Grey and white KBSk H &
Application Data i Fi##Z (at 30°C at 80% R.H.)
Application temperature range 7% T2t (°C) +5 to/ZE +35
Waiting time between coats % 2 8155 13 Ty [] approx./#] 2-4
(hrs/7)NB)
Set to light foot traffic AT 71T #KET 8] (hrs///\AY) 8
Final Performances T {EltaE
Elongation at breakage i Z4 1< (DIN 53504) (%) 190
Tensile Strength H1H7E (DIN 53504) (N/mm?) 3.5
Bond strength to concrete &5+ #4538 (EN24624) 3.1
(N/mm?2)
Priming coat JEE3& 0.3 kg/m?
(Aquaflex Roof 77 and clean water at ratio 1:1 51: 175K #%E)
Neats coat [ # 0.6 kg/m? / per layer

(min 2 layers of neat coat recommended ##& Z 4 It 5 M EEZ)
Packaging 13
4818 kg/AFF

‘
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- Products for Waterproofing

Mapelastic AquaDefense

Ready-to-use, one-component, ultra-quick drying, flexible,
ﬂ? . liquid membrane for waterproofing under ceramic, marble and
& mosaics, for interiors and exteriors

BAEN - NER - AMHDERRAERBRTRIERE

Where to use &= HEE

e Waterproofing balconies, terraces, o SHAERTHYPHE ~ 4 ~ &8 ~ ik
bathrooms, shower booths and EERINE
damp environments before laying coatings. e AIAHKERE @ ERISERJIEL

e Applied by roller, brush or trowel. e WERBETHESEFEH

e May be used and re-used with no waste if e Mapelastic AquaDefenser] FHF
kept in its original packaging. Mapelastic Zgry4s5 4R £ >

» Mapelastic AquaDefense may be used with Mapeband (90° , 270° , T, CROSS),
the special pieces of Mapelastic System: Mapeband TPE (T, CROSS), Drain
Mapeband (90°, 270°, T, CROSS), Vertical, Drain LateralfiDrain Front u
Mapeband TPE (T, CROSS), Drain Vertical, o
Drain Lateral, Drain Front. . 2055~ B ARER

Advantages o HBIRTF

e One-component, ready-to-use e TEHRMEHHEEHEHTE

* Quick drying o 1 T 3/MBt 5 AT it 2K i Rl

¢ No reinforcement required o [FHSEMEER @ /&4 Nt FIFH

e Rain water resistant after just 3 hours ITHRETITE

e Tiles installation after just 4 hours with e B TXE—KEEIFIRE{EH

suitable adhesive
e Rooms treated with the product back in
use after just 1 day

Application guide B A=

1st coat on screed 1st coat on existing tiles 2nd coat after one hour Stone material installation 7.5 & 18 kg/’/AfT

B-BEARTHRTIEL B-BRETERL — M EREREZRRE after 4 hours
O/ )NA R R EAT S AR

Technical Data (Typical Values) 3 A #iE (i A{E)
Product Identity =545 &

Consistency fF1iE Paste A
Colour #ifs Light blue 7RI &
Dry solids content E &£ (%) 66

Application data 7 FI%{#Z (at +23°C +50% R.H.)

I(?%c)ommended application temperature & T2 E +5 to/ZE +35

Waiting time between first and second coat & Z[EZFiE  approx./£J 60 (when dry to touch/FfiE F)
TRY[E (mins/5>§4)

Waiting time before laying tiles &/ RTIZEFMS[E (hrs/  3-4
INE)

Complete drying of 1mm thick layer ImmEfkERZ=E 12
FRIFER A (hrs//NaY)

Final Performances T {El%AE

EN 14891 acceptance range Performance figures for Mapelastic AquaDefense
EN 1489175235 e AR R

Initial bond strength #¥I#E5&E EN 14891-A.62 (N/mm?) >0.5 1.7

Bond strength after immersion in water ;27K [5 #h 4558 & >0.5 >1.0

(EN 14891-A.6.3) (N/mm?)

Crack-bridging ability at +23°C +23°CZLi7iZ4E 71 (EN >0.75 >3.2

14891-A.8.2) (mm)

Impermeability to water under pressure & T B2 1E No penetration 435K No penetration A#E7K

(EN 14891-A.7) (1500 kPa)

4 (&) MAPEI



Products for Waterproofing -
Planiseal 123

Flexible, cementitious mortar for waterproofing
R RIS ES ¥ SR

Where to use EREE j l
e Bathrooms, balconies and terraces e NXJE - AGFER
¢ Internal damp areas. Examples: kitchens, o ENEEXE 0 1 : FE ~ &K~
pantries, drying yards. A 4% 3%
¢ Interior and exterior cellar walls o HTEMR ~ 5
Advantages i
* Good adhesion to prepared substrates o SEEBRIFHELH
* Suitable for floors and walls o IEG RIME YA E A
¢ Can be applied with a trowel or hard-bristle o B {& ¥k ]88 E Rl FE 5 = G
brush s XEAGTEM
¢ Economical & easy to use e tE
¢ Non-toxic

Application examples

Fz FiSE B

it g B

Bathroom Kltchen Balcony
BE & fA&

Technical Data (Typical Values) ¥A%1E (s1Z{E)
Product Identity = G45 5

Component 4> A Component £4> B

Consistency #FiE Powder #7R Liquid & {2
Colour Fitg Grey Xt White B
Application Data 17 FA#{#Z (at 23°C at 50% R.H.)

Color of mix JE &G Grey k&

Mixing ratio & &g tb Component/ZA4> A : Component/424> B = 4:1
Consistency #FiE Fluid j&fA

Min. and max. temperature for application (°C) WL +5 to/ZE +35

e

Pot life at +20°C 7 20°C TR 77HER [ (hrs//IN) 2

Application of following coats at 20°C After 5 but not more than 24
E20°CT » FEUR B LERFRTE (hrs//NEY) SINEF AL o B 24/NE

Ready for use 7] #{sE FR /8] (days/X) 7

‘

Consumption A=
For wet areas not subject to hydrostatic pressure: 1.0 kg/m? per coat

ELFFRKENNIEAET © 8F1.0 kg/m?

For wet areas subject to max. 1m water-head: 1.5 kg/m? per coat
ERBI MK LNEEIRET : §F1.5kg/m?

Packaging €1
Component/ZH4> A: 18kg bag/4¥ . Component/ZH4> B: 4.5kg drum/4H

‘
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Products for Waterproofing

Planiseal 288

Flexible, cementitious mortar for waterproofing
and protection

RFBAKFRIPEIF LK RS

Where to use FHEHGE

¢ Internal wet areas. Examples: kitchens, e TNELEXE » W : BFE -~ &KKig ~
pantries, drying yards. A 4% 3%

e Bathrooms, balconies and terraces. e DA E - (HAFIEARS

e Lift rooms * FL1HE]

e Underground passages o HhTNiBiE

e Interior and exterior cellar walls o HITER - 4L1E

Advantages i

e Effective for waterproofing and o BRI ERG 7K
damp-proofing s SEMBRIFHMN

® Good adhesion to prepared substrates o 155 NI E A iE B

e Suitable for floors and walls o A[{E Ak T8 58 E Rl GG R 2= M

¢ Can be applied with a trowel or hard-bristle ¢ SEEH 5 FF H
brush e & > Planiseal 2882 i Af

e Economical & easy to use Suruhanjaya Perkhidmatan Air

¢ Non-toxic, Planiseal 288 has been Negara (SPAN) » iE& 535k Ak
registered with Suruhanjaya Perkhidmatan CEYFEE A

Air Negara (SPAN), suitable for contact with
drinking water

Application examples K FIE i

AR g

_.

Bathroom ;&= Kitchen B & Balcony fH&

Technical Data (Typical Values) ¥ AR%iE (825 (g)

Product Identity 7= 45 5
Component 85 A Component 44> B

Consistency 51 Powder #7K Liquid &4

Colour Bifa Grey X & White A&
Application Data J7 F#{#E (at 23°C at 50% R.H.)

Color of mix ;R &#IHit Grey K&

Mixing ratio E &HCLE Component 84> A : component 284> B = 4:1
Pot life at +20°C #£20°C T BIFEHERY ] (hrs//I\AY) 2

Application of following coats at 20°C After 5 but not more than 24 S/\EF A _E » i85S 24/)N\EF
E20°CT » [FE8UREHE TS AFRT A (hrs//INY)

Ready for use AJ 3 FRT & (days/X) 7

Final Performances T {EltAE

Compressive strength 28 days 28K fe#i/E58E EN 12190 (MPa) 20

Flexural Strength 28 days 28K j5#i/E38E EN 196-1 (MPa) 9

SIRIM Test Results SIRIMUIR 23R

Tensile strength H1HiE, ASTM D412:2013 (MPa) 2.6

Elongation at break i Z4{#1<%, ASTM D412:2013 (%) 12.2

Consumption £
For wet areas not subject to hydrostatic pressure £ &%/KE IR BIRIAE T 1.0 kg/m? per coat/&F =
For wet areas subject to max. 1 m water-head ZEAREBIT 1 MK EHEAET 1.5 kg/m? per coat/FE

Packaging 13
Component 4> A = 20kg bag/4¥ . Component 284> B = 5kg drum/4#

1 (&) MAPEI



Products for Waterproofing -
Planiseal 388

Two-component, polymer-modified, highly flexible,
cementitious waterproofing membrane

MRS ~ WAV S 3 A7k e BB K R AR

Where to use

e Internal wet areas, examples-bathrooms,
showers, kitchens, laundry areas

e Balconies and terraces before tiling

e Basins, reservoirs, concrete or
masonry tanks

e Swimming pools and water features

e Foundation walls

Advantages

e \Vapour-permeable, can be applied on
damp substrates

e Easy application by brush, roller or trowel

e Highly flexible with good crack-bridging
properties

e Compatible with ceramic, mosaic and
natural stone coverings

e Reduces carbon dioxide penetration

e Non-toxic

Technical Data (Typical Values) #ARZIE (#EIE)

ERER
e ENFLERE - W FEFE - iKHE
BB ~ HE7RIE

o HFEHIRIPBHAFNESR

o Fhokith ~ Eokith ~ RS EAEWITK Ak
L EIRA 7K

o jiEikith FA7K it

o M T ERE

e

o BERAK > AAEATHEERL

* AIAKERE  ERIBHKNEZER

* BRI - ERIFHIRGITIZRE

s ERATERR  BDHER - MRAAMREMH
o M ZEALHRIE

rE

Product Identity =545 =

Component 255> A Component £H4> B

Consistency #F1iE Powder 37 Liquid & fas
Colour Fite Grey X8 WhiteE &

Application Data [ F#{4% (at 23°C at 50% R.H.)

Colour of mix SE&HIEE Grey kK&
Mixing ratio SE&HCEE Component 84> A : Component 4> B = 2:1
Pot life at +20°C #£20°C TR HER (8] (mins/4>§4) 60

Application of following coats at 20°C
H20°CT » &R L&A 8] (hrs//NaY)

After 5 but not more than 24
SINEBLE » TREBI 24/

Ready for over-lay $#& A1 1% 15 & (days/K)

5

Final Performance =

Adhesion to concrete 28 days 28K j5 iR & T #hé55R 0.8
EN 1542 (MPa)

Crack-bridging ability Z4£047#24E 77, MGE 49 (mm) >1
Tensile strength H1HE, ASTM D412:2013 (MPa) 1.5
Elongation at break HZ¢{f{< 3, ASTM D412:2013 (%) 102

Consumption fi£
For wet areas not subject to hydrostatic pressure

1.0 kg/m? per coat x 2 coats

ELFKE DR REIRET AERE  §F1.0kg/m?
For wet areas subject to hydrostatic pressure 1.0 kg/m? per coat x 2 coats
ERFKEDNEEHET AERZE - §&R1.0kg/m?

Packaging fl3%

Component ZH4> A = 20 kg bag/%¥ , Component 284> B = 10 kg drum ##

&) MAPEI



- Products for Waterproofing

Where to use

e Waterproofing corners between adjacent
walls and between walls and floors

e Waterproof elastic check joints and
terraces, balconies, etc

Advantages

¢ Highly elastic with elongation at failure of
more than 300%

¢ Easy to apply, can be coated with chosen
waterproofing product to bond floor or
wall coverings

Technical Data (Typical Values) A&z (A1)

Product Identity 7= 4F 5

Rubber tape sandwiched between two layers of non-woven polypropylene fabric

Type of material #4472

Mapeband Easy

Rubber tape sandwiched between two layers of non-woven

fabric to form elastic joints in waterproofing systems.
AT KRB EBBRETE - EFHKRENR AR

EREE

o ZRKFE R IR S E LS
H Sk Z (8] A48

* ZRKFEREERIEH
M B LR SE

e
= AR - BT K R A 1 300%
c ESBER - EERFEHKEAHTAT
25 A B T e S A

Bl it

=
BELEH

RABTRAG R EEHRETS

Thickness [EE (EN 1849-2) (mm) 0.68
Weight Z £ (EN 1849-2) (g/m?) 285
Tensile strength FTRGEE (EN ISO 527-3 (N/15mm) 45

Elongation at failure ¢ {H4< 3 (EN ISO 527-1) (%) 315

Packaging £135

10 m long by 130 mm wide rolls &K E 10K - [FE 1302 K

s (& MAPEI




Where to use

As a reinforcement fabric between
application layers of waterproofing,
for example:

e Aquaflex Roof 77

e Plastimul PU W

e Plastimul PU

e Plastimul MY and Plastimul RBE MY

Advantages

e Bound with resin to provide multi-
directional tensile strength

e Good wet-through properties and resistant
to atmospheric agents

¢ Light and easy to handle

e Fasy to cut

¢ Readily adaptable to the substrate profile

Technical Data (Typical Values) A&z (gBI{E)

Product Identity 7= G455

Products for Waterproofing -

Mapetex GRP 225

A chopped-strand, fiberglass mat for tensile reinforcement of
liquid-applied, waterproofing membrane systems

BT IEEF K IR FR i bl R I IR AT e AE ) [R 42 58

EREE

BT EEphK B ERERI R 223 - W :
* Aquaflex Roof 77

e Plastimul PUW

¢ Plastimul PU

e Plastimul MY #A Plastimul RBE MY

e

* ZAMBERAL mitAEE
B2EN  ERHKSER
REBSZTEM

BHHE

] Rz A [B] B B T %2 BB B

Appearance #4874 £ Mat made with chopped fiberglass strands, randomly distributed and bound
with resin BB MAE A IR FELF R IR 2238

Colour Eita White B

Material of fibers £F4Ef4#} E-glass JCHRIkFE

Roll weight & E & (kg) 30+-2

Binder content #54& 7 & & (ISO 1887:1995)(%) 5.1

Moisture content k5> & & (1ISO3344:1997)(%) 0.048

Tensile breaking force HI #2458 E (1ISO03342)
(N/150 mm):

350 (warp and weft/Z2 b FN464b)

Penetration fif 8 214 (s)

30

™
H

Packaging £13

1.04 m wide by 120 m long rolls S&MEE1.04% » K120 K

& MAPEI -



- Products for Waterproofing

Idrostop SW

Where to use

¢ Joints between concrete slab and
retaining walls

¢ Joints for new to old concrete

¢ Joints between different building materials,
e.g. steel and concrete, stone and concrete

e Cold joints (temporary shrinkage joints)
created during pouring to reduce the risk

A hydrophilic, expandable, butyl rubber, waterstop
BEFK -~ BT E8REBA7KE

& REE

© REE LA I8 2 ] RO AE

* #IAR R Lz B AL
TREIEMMFIAIESE - 0 - SHEFFD
R - AMFRREL
EHAREERD KB KRG =ER
SRS EPTRR RS 4 (R
W arzsE)

of cracking in long or monolithic structures

e

* Idrostop SW 57k 5k A 14 % il i
B - FREFL AL B RS EAERA KSR

* Idrostop SWE iz #& # 5 60k

Advantages

e |drostop SW expands when in permanent
contact with water, creating a self-healing,
joint waterstop.

. KIE
e e 0 I %8 A AR
' BiEEEMHIkE

e |drostop SW is non-toxic, making it suitable
for use in structures containing water for
human consumption and marine life

Application guide Rz A

e
Firm Idrostop SW, press it and move it
all directions to make it adhere well
BEE EHEITIRIE - HFEABIUERS
5EEHE

Apply Idrostop SW Contact Adhesive
evenly on Idrostop SW and directly on
the substrate
EFEminEE L S5ER Idrostop SW
Contact Adhesive fh& B

Technical Data (Typical Values) A ##2 (3184F)

Product Identity 7= 545 &

Cut the Idrostop SW strip to desired
length
BYFAENKE

Form #24R Pre-formed strip T Hl#: Ak 5%
Colour Zits Black £&

Available sizes ] Fi R ~f 20x15 mm (Idrostop SW 300)

25x19 mm (Idrostop SW 475)
Expands when in permanent contact with water 57Kk Z Mzl iz K

Principle properties FRIE4AE
Application data [ Fi 42
Application temperature J& T8 (°C) -20 to/Z +50

4-12

Waiting time before pouring concrete if the installation
has been carried out with Idrostop SW Contact Adhesive
LG REURRLATRSRERT A (hrs//NAY)

‘

Final Performances T {El£#E

Expansion in water 7K F A EE 2R (%)
-after 7 days 7K J&

-after 14 days 14KJ&

-after 28 days 28K J&

-after 56 days 56K &

Impermeability #i5 %

approx./#J 115
approx./#J 130
approx./#J 140
approx./#J 175

Up to/ &iX 6 bar

Packaging 13

Idrostop SW 300 (20x15 mm)
Idrostop SW 475 (25x19 mm)

Storage 31 HA

Idrostop SW can be stored for 12 months in a dry place at temperatures between +10°C and +40°C
FE+10°C & +40°CHyFIRE TN Idrostop SWHRIRZE 121D H

= (&) MAPEI

7.5 mroll, 8 rolls per carton §#&R~7.5m, —5 8%
5 m roll, 6 rolls per carton &R ~F5m, —f81£6%



Products for Anchoring, Rapid Fixing & Elastic Sealants -

Mapegrout Patch 218

Fibre-reinforced, shrinkage-controlled, patch repair mortar

Where to use

e Repair of damaged concrete surfaces

e Securing foundation and anchor bolts,
pipe-clips, sanitary ware, hinges

e Repair of concrete conduits, drains,
tanks, etc

e Filling concrete cavities in electrical, piping
and air-conditioning works

e Repair of surface irregularities including
exposed aggregates, joints between new
and old concrete, tie-rod holes in
formwork concrete, protruding steel, etc

e Reprofiling damaged corners of
pre-cast panels

Advantages

¢ High compressive strength: >50 N/mm?

e High adhesion strength on concrete:
>2 N/mm?

¢ Fibre-reinforced

¢ Shrinkage-controlled

Technical Data (Typical Values) #iA##E (g8 {E)

IE £ 4 AR Y 48 S5 KIS HMN D S

ERER

s EERARIRELRE

s FEEmSEE - BX - DERR
RA

s IEFMNREELEE - HEKE ~ KiEE

* HAES  BEEMURZEIFIESH
Lif

* EEREHAANGCE - GHEFS
HIER - WIRRER L ZE Ry -
HERRTEE EAFLAREER
S

* ERMMATGIRE L A%

iz
* SHERE : >50 N/mm?

c SRR RERE  >2N/mm?
* fNE T4

o [RULARZE

. S e
Product Identity /=45 &

Grey powder /X &3 AR

Colour Fife
Application data [z F#{#& (at +23°C and 50% R.H.)

Mixing ratio ;& & b

14-16% water/f37K (3.5-4.0 litres per 25 kg bag / &£:25kgjin 3.5-4.0L 7K)

Consistency of mix Fifs Hits i

thixotropic/trowelable Al RERHIMAE MR &

Initial flow Bt EiE EN 1015-3 (mm) 145

Density of mix Bl Bt (kg/md): 2,100

pH of the mix Fite Fita >12
Application temperature range it T8 E5EE (°C) +5 to/ZE +40
Pot-life of mix Zi& B (mins/5$4) 60
Maximum thickness per layer Bife Bite (mm) 30

Mixing Bife Bt
Final Performances (15% mixing water)

Mix 14-16% of water with every kg of powder ¥ 14-16%%7K 5252 Fr# #i £

Compressive strength HT/E3RE (N/mm?)

-1day 1 Xf& >20
-7 days 7XfE >40
- 28 days 28X 5 >50
Flexural strength Hi#73&E (N/mm?)

-1day 1 XfF >4
-7days 7Kfg >6
- 28 days 28K f5 >10
Adhesion strength on concrete 7 days >2

7T REXS R REEEIRE (N/mm?)

Consumption

Approximately 18.3 kg of powder per m? per 10 mm thickness (based on 15% water ratio)

|I0mMmMEE AEH 18.3kg/m? (1RHE15%7K AL )
Packaging 13
4x5 kg box or 25 kg bag £53% / 4x5 kg&$525 kgHs

& MAPEI  ~



- Products for Anchoring, Rapid Fixing & Elastic Sealants

concrete repairs

Where to use

e Anchoring of columns and posts

e Anchoring of starter bars

e Repair of broken concrete

e Patching up piping and ducting holes
¢ Filling gaps under baseplates

Advantages

¢ Shrinkage-compensated

e Can be mixed for pumping, pouring or
trowelling

e High early and ultimate strengths

¢ Iron and chloride-free

¢ Non-toxic

e Easy to mix and apply

Footings for columns and posts
EH -~ #HFIE

Technical Data (Typical Values) ¥R &% (B15{E)
In compliance with #F&#5:# : EN 196-1 , ASTM C939 , ASTM C 940

Product Identity 7= & 45 &

Mapefill 318

Multi-purpose, shrinkage-compensated, fluid cementitious
grout for filling of gaps, voids and holes for anchoring and

AT AT TR - UEHERMRRLIEENS 6 -
=i ARk ife B IR 4R TR A

Anchoring of starter bars
A E T B SR RN AR

Filling gaps under baseplates

HABRTHEER

ERER

o SHEEF A

o SHEITAE 1IN
o EEWRARREL
o EHNEEEETL
o HFEETHIZERR

15

o MM ARRD S

o AIMEAZR » iRFBIR TIMER I #
o MEEE ~ RIRBERS

s FEH% - FEE

e KE

* ZTIRARIER

Consistency #F1iE Powder #74A

Colour Fife Grey X &

Application Data [ i #{17

Mixing ratio, water with 25 kg bag of Mapefill 318 (litres)

RATREL - IK525kgFIEEF (AF)

- Flowable mix Sz 515E &4 4.25-4.75

- Pourable mix 3518 &4) 3.75-4.25

- Trowellable mix Al R EHE &) 3.25-3.75

Flow #8E (ASTM C 939) () 35 (using 19% water/ 3% i 19%7K)
Pot life #FHERT B8] (min/43$4) 60

‘

Final Performances T {El£#E

Compressive strength 1 &R E

With 19% water % F19%H17K With 16% water % 3 16%H7K

-1day 1 K5 30 40

-7 days 7KfE 55 65

- 28 days 28K f5 65 75

Flexural strength H#T38 & (MPa) With 19% water 5% F319%H7k With 16% water 5% 3 16%HI7K
-1day 1 X5 5 6

- 7 days 7Kg 7 8

- 28 days 28K f5 8 9

Bleeding it7K 1% (ASTM C 940) Absent &

Volume expansion AFREZAK (%) (ASTM C940) 1.0

Consumption HE

25 kg bag of Mapefill 318 yields approximately
F25kgaZEfIMapefill 318 4 = A 4y

Packaging 3%
25 kg bags/&¥3:

2 (&) MAPEI

13.2-13.4 litres of grout with 4.0-4.5 litres of mix water
REA4ZEASATHIK » ATAEF13.2E 13 AR FTHIER
13.0-13.2 litres of grout with 3.5-4.0 litres of mix water
RHABSEAATHHIK » FAEF=13E 13 2ATTHIHER
12.7-13.0 litres of grout with 3.0-3.5 litres of mix water
RFABE3.SATHHIK » FTAEF12.7E 13RFHHIFER



Fast-curin
of heavy-

Where to use

For fast-set anchoring of:

e Starter bars

e Sanitary fittings such as sinks, toilet bowls

e Electrical fittings such as ceiling fans, air
conditioners

¢ Window and door fittings

* Pipes

¢ Brackets and shelves

Advantages

e Fast-setting

e Heavy-duty

¢ For horizontal, vertical and overhead
anchoring

e Suitable for wide range of substrates
including hollow blocks

e May be used in damp substrates

e Good UV, chemical and water resistance

e Styrene-free and low-odour

Application examples

ISz FASE i

Technical Data (Typical Values) ¥ A#i1E (B15I{E)

Product Identity =455

Consistency 45E

Products for Anchoring, Rapid Fixing & Elastic Sealants -

Mapefix PE SF

, styrene-free, chemical adhesive for a wide range
uty, anchoring applications into concrete,
brick-work, hollow blocks, stone-work, rocks

REBEML - TRZME @ [iZEATREL - 615 - 2208 - AMH
EASERTHHEE AR LFR ST

R
AR E:

o FEBIE

o EE  WFRRHADH
o BSEIINT T

o W ARITZR A

. &l

o FEAREF

%

o [RIEZ

s ERTFEWHXIE

e IERTEEM - /KT &K TAR % E

e [[ZERATEMER  SFT L

s AT HEER

s EARFIMENE - FH{LZEMFAREK
s EEXCK KR

Thixotropic paste fifiZs Z 41k

Colour Zits Light grey iR IX &
Density Z & (g/cm®) 1.74

Application Data 7 FH#{#Z (at 23°C at 50% R.H.)

Application temperature range i L2 E5EEl (°C) -5 to/E +35

Start setting time Tgel FJFZ8E LAY /& (30°C) (mins/&> %) 4

Final hardening time Tcure 52 & [E{LH 8] Dry substrate /&5 E Damp substrate % EH
(80°C) (mins) 25 50

Performance Characteristics %&£ 4F =

Compressive strength H1/E58E (N/mm?) 75

Flexural Strength #1338 E (N/mm2) 30

Dynamic modulus of elasticity &Ek3E# M Z % (N/mm?) 4000

Resistance to UV rays FT1£49% & good R&F

Chemical resistance Hi{kF & 5H good R%F

In-service temperature range f& FRE SEHl

very good it B

& MAPEI



- Products for Anchoring, Rapid Fixing & Elastic Sealants

Mapeflex MS 45

One-component, flexible, thixotropic, quick-hardening,
sililated polymer-based, hybrid sealant and adhesive with a
high modulus of elasticity. Also suitable for damp substrates

BAMMETE  RTEREABRSERSEHR  WIENSBERSE

B wERTHEER
Where to use

Use as sealant

e Sealing expansion, fillet and distribution
joints subject to movement of up to 20%
of the average width of the joint

e Traditional and ventilated facades

e Civil and industrial floors, including those
subject to heavy vehicular traffic

¢ Window and door fittings

e Paintable joints

Use as flexible adhesive, Mapeflex MS 45
bonds on the following

e Cement-based materials

e Bricks

o Steel

e Copper

e Aluminium

e Ceramic and klinker

* Many types of plastic

Advantages

e Made of sililated polymers, free of silicon
and isocyanates

e Does not blister even during damp
conditions

e Has a longer shelf life, up to 15 months in
its original packaging in a dry, cool place

e Mapeflex MS45 forms a better bond on
compact and absorbent substrates
compared to neutral silicone

e Paintable: use a flexible paint such
as Elastocolor Paint

Technical Data (Typical Values) 3AZE (#LAE)

Product Identity 7= G455

Thixotropic paste fifiZ5 iR

Appearance FiE

ERGE

RIEFE R

o BEIRFZ L E A4E 207 4
B IBEEMTFEOZEE

o RGN IHTNEXEIE

e RARTI AMIT - BIEZ 3 EH
EE34: 00 i)

o TR

o A LRI EL

HIE AW ERE AR » Mapefiex

MSA5TI B4 7E

o KiREMRIEE

° iERME

o PWEXRME

° {{ZFRME

* fA%XME

o REEINFIFEET

o ZTHEEREMR

e

e HEERBEWHIK » FEERRF
=i

s AHIEMMETHASHES
BERIFRE -

o REIRAFE » T~ PBIRHIFE
TRHERISTH

o S5rh{%EER =M EEL - Mapeflex
MS 45 5% SEFnR L B E G4
EEEi

e XEA LR : FERAFRIERE M
Elastocolor Paint

e Thixotropic paste fifi 35 &Y #ik

Colour Zits

Grey/ix & 113

Density % & (g/cm®) 1.50

Dry solids content & & (%): 100
Application data }7 Fi#{i5E (at +23°C and 50% R.H.)

Application temperature range i L2 E 55 (°C) -5 to/= +35
Skin time BXRZRY (] (mins/4>-$4) 35

Complete hardening 5 2 E{LH jg]

3.5 mm/24 hrs//\BY, 4.5 mm/48 hrs//\fF, 8.5 mm/7 days/&K

Set to light foot traffic 7] &R H1THE

Final Performances T {E[4AE

according to the depth of the joint Y435 E

Shore A hardness BREKFEE (DIN 53505) 43
Tensile Strength FTHEEE (SO 37 type 3) (N/mm?) 1.85
-after 28 days at +23°C £ +23 CEMERH28K 5

Elongation at failure K24 {H1< 3K (1ISO 37 type 3) (%) 500

-after 28 days at +23°C £+23 CIfEH28K G

Resistance to UV rays $T%41 % (ASTM C793)

excellent 438

Springback [EI3# 2 (%)
Packaging fl3%
Boxes of 12 (300 ml cartridges) & 123 300mIsz 3%

= (&) MAPEI
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Products for Cementitious Floors -

Mapetop SP - ff
Ready-to-use, dry shake, surface hardener =
B P RE Bk 4 R ‘

ERER
BEBRATAEZEANSN ~ FRZPEIEEH

Abrasion-resistant, concrete floors and B T T 3 £ ok T
industrial screeds for moderate to g’égfﬁitﬁ{ﬂi%ulﬂkt&ﬂ:ﬁﬁEﬂtﬁﬁ‘lf;

heavy-duty use in internal and

Where to use

external areas: : Eiﬁ

e Parking garages . /ET\,E

¢ Parking decks o EHEE
e Warehouse floors R iilifﬁlﬂlz
¢ Loading ramps o HIEETE

¢ |[ndustrial floors
e Maintenance facilities o

Advantages o HFFIEIRFF =K ~ KL 5 EY

¢ Excellent mechanical properties

¢ High abrasion-resistance and
compressive strength

¢ Reduced dusting

B BERRINFIFITEE T Bt
A} £ 1 AR

* RIFHIIRE

c S EMSHIE

e BB FERE

¢ Easy-to-maintain surface
¢ Resistant to oils and greases

g o

Technical Data (Typical Values) $AR%iE (#E{E)
Product Identity 7=F4% &

Type & Ready to use powder B FREUHR
Colour Zita Natural grey (light grey, dark grey and red on request)

RAR(ATER : ARE  RREMAE)

Application Data J B ###
Dosage F& (kg/m?)

- Light duty 2 4
- Medium duty FHE 5
- Heavy duty EE 6
Minimum working temperature (air and substrate) (°C) +5

K AT HE L2 8 Fth R E
Final Performance T {E£4E
Pull off strength Hi{#5& & (N/mm?) >1.5

Compressive and flexural strength carried out on
4x4x16 cm prisms (N/mm?)
PA4x4x16 ciEAEALE ~ TR R (N/mm?)

Flexural strength #1338 E Compressive strength HiEEE

- After 3 days 3K /5 about/ K%y 7 about/K£50
- After 7 days 7R Jg about/K#y 9 about/K % 60
- After 28 days 28K & about/A%J 11 about/ X% 70

Packaging £13£
25 kg bag/£%E

& MAPEI



- Products for Cementitious Floors
Novoplan 21

Fast hardening, self-levelling, smoothing compound for
thicknesses from 1 to 5 mm

TETERE1~5 mmEgREEE! B i /)4

Where to use
¢ Used as levelling and smoothing

compound for new or existing cementitious

substrates as underlayment for PVC,
linoleum, rubber, cork, textile and
non-woven flooring.

e Suitable for interior conditions in
thicknesses from 1 to 5 mm.

e Smoothing over existing ceramic tiles,

terrazzo, natural stone and magnesite
floors.

Advantages
e \ery fluid, easily workable mix with
excellent self-levelling properties and

ERER

o {EA#HIE B B Ak BT iR
PVCIthiR ~ jHE ~ BAR ~ K ~ A4
B IE LRI RT B B R

s ERATEARE  #HIREEI-Smm

o BREMIE ~ KERME - RAAMIM
EFZEE T E AR E

e

s RAMEX ~ HEZH - BTEMHEREMR
FHRT

o BARFHREEFIARS mm

o BERIFRYI I IEREFOM B - BEE
BEFR SZRAIR IR

* ERFHEFMGIITERE

cures rapidly.

e Can be applied in thicknesses up to 5 mm
per single layer.

e Good resistance to impact and abrasion

e Suitable as underlayment for wheelchair
traffic.

¢ Good compressive and flexural strength.

*existing substrate must be treated with

a coat of Primer G.

Technical Data (Typical Values) #A##E (LB {E)
Product Identity =& 45 &=

Fine Powder ZH#IA
Colour Eis Grey K&
Application Data 7 F#{#z (+23°C - 50% R.H.)

Mixing ratio ;E &HCLE

Consistency 4+

Approximately 25-26 parts water for 100 parts by weight of Novoplan 21
BEIERAR | KFBF=25-26:100

Thickness per coat & Z/EE (mm) 1=6
+5 to/Z 30

Application temperature range (°C)
LR ESE

Pot life iR 8] (mins/43 $H)
Setting time #45RY (8 (mins/4>§4)

approx./#J 20-30

approx./#J 50-70

Set to light foot traffic FI45{TERRT 8] (hrs//)NAT) 3-4
Waiting time before bonding RI5HIR E#4 A (8 (hrs/ZNet) 24

Final Performances T {El£AE

Compressive strength FTEEE (EN 196) (N/mm?)

After 28 days 28X 5 22.0
Flexural strength HT#58E (EN 196) (N/mm?)
After 28 days 28k 5 7.0

Consumption HE

1.6 kg/m? per mm of thickness &mMmEE &£ 1.6kg/m?

Packaging 1%
25 kg bag/£3%E

» (&) MAPEI



TOOLS FOR TILE ADHESIVE & GROUT ErERFEEFRETA

Trowels for Adhesives ZEiEEHR 7]

Apply the adhesive with a suitable notched trowel so that the right amount of adhesive is
applied and to guarantee the back of the tile is wetted correctly. The amount of adhesive

required varies according to the area of final use, the roughness of the substrate and the

format of the tiles.

FERGEMAREIFRETINEENEEHS  IMREFERSH - ERKASNSREARE
EEARERNERRSTWE -

Grouting Tools IEE4FITH

Rubber float for grouting joints. Sponge for cleaning grouts.

RBEREIRTIASE - ABRIFENIERAELE -

S

HOW TO PREPARE & APPLY ADHESIVE

The surface should be structurally sound, clean and free of all dirt, oil, grease, paint,
laitance, concrete sealers or curing compound.

ERWTE - FE - TEERAY - s - 55 REDEHTIEELR

Pour the recommmended amount of water into a clean mixing pot.

ETHNERT  MARBTEENAK -

Gradually add the powder and mix with a low speed mechanical stirrer to a smooth,
lump-free trowelable consistency. Only mix the amount of adhesive that can be used
within its workability time.

—IAEH—BIMART - RIBEEHSREEENATERR - BERH SR EFEN SN ATHERER -

Apply the adhesive onto the prepared substrate using a notched trowel. Do not spread
more than Tm? at a time.

RIERHERTAEHY - SRERREETI AR -

Back butter tiles which are larger than 300 x 300mm to provide full bedding and
firm support.

ZEREATF300 x 300mmE » MR TS AMERERREE (TiRE) UMRIEBESERR -

Press tiles onto the wet, sticky adhesive and gently knock with a rubber mallet to embed
tile and adjust level.

ARIESRHTIR RIFAERM - BRNANHERN - HERREERERITERE -

& MAPEI -



Waterproofing & Ceramic Tile Installation in
Bathrooms & Toilets
BES MK INAfERE
e o e S I—

e

~ Tilee

/" Mapeset 10fRs

o  MapeLatex&ikil9

- or'Mapeset§222
f:d_

——

ander

d+
er +

Mapeltatex&ti19

Rlaniseal{288

nilepeset 199 &
MapelFatex&iio]
oM apese§222;

MapeLatex: 119
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Waterproofing of Concrete Decks

e.g. Roofs & Balconie
R L E K METRAIE S

Anchoring adhesive

Mapefix PE SF

Patch repair

Mapégrout
Patch 218

Top layer

ﬂquaflex Roof 77
° (

neat coat) |
Fiberglass mat #
/ Mapetex

) GRP 225

2 |layer

/ Aquaflex Roof 77
) (neat coat)

1%t layer primer

/ Aquaflex Roof 77
o (diluted 1:1)




More than

80 years of
history.
Thousands of
global projects.

At Mapei we see the world as
an enormous building site. All
around the world, our products
and technical assistance have
contributed to important
constructions; a tangible sign
that Mapei is ever present on
the global construction stage.
The most exciting project is the
future.

Here are some of the
prestigious projects of the
Mapei Group worldwide.

International Projects
References

1. Piazza Duomo, Italy
Repairing Baveno Pink Granite Flooring

2. Marina Bay Sands Resorts, Singapore
Structural & Concrete Repair, Waterproofing,
Ceramic & Stone Tiles Installation.

3. Burj Khalifa (Armani Hotel & Night Club),
UAE

Substrate & Wooden Floors Installation

4. New Canal De Panama, Panama City and
Colon Panama
Concrete Admixture & Waterproofing

5. Enzo Ferrari Museum, ltaly
Resin Flooring System

6. London Olympic Stadium, United Kingdom

Installation of Rubber Track

7. Alla Scala Theatre, Italy
Full Renovation & Restoration. Concrete
Admixtures, Mortars, Binders, Paints &
Adhesive Tile.

& MAPEI







Community identity is

evolving to become more
centred around landmarks.
Within the context of ambitious
visions of urban redevelopment,
these are constructed to have a
positive influence on the local
economy and community
culture. At Mapei we are proud
of the part we play in these
projects, providing expertise,
passion and solutions to
optimise the experience for a
neighbourhood.

Here are some of the
prestigious projects of the
Mapei Malaysia

Local Projects
References

1. KLCC Twin Towers, KL
Waterproofing, Tile Adhesives & Grout

2. Arcoris Mont' Kiara, KL
Waterproofing, Adhesives & Grout

3. Plaza Equatorial, KL
Adhesives & Grout

4. AirAsia RedQuarters

Flooring

5. Aquatic Centre, Bukit Jalil
Waterproofing, Adhesives & Grout

6. Masjid Negara, KL
Waterproofing, Adhesives & Grout

7. KYMRT, Bukit Bintang
Waterproofing

8. Encore Melaka Theatre, Melaka
Waterproofing

9. Sarawak Golden Bridge, Kuching

Flooring

MADEI







MAPEI AND THE ENVIRONMENTAL
IMPACTS OF THEIR PRODUCTS

NATURAL

SOURCES e
RAW MATERIALS

FRO
DISPOSAL RECYCLE / = MC:EAD \ RAW MATERIALS
N 7
O

PROCESSING

gh &

USE AND B PRODUCTION
MAINTENANCE ™ [-?’li é_//

APPLICATION

The International EPD® System
www.environdec.com

Y=

“==EPD"

THE INTERNATIONAL EPD® SYSTEM

ENVIRONMENTAL
PRODUCT DECLARATION

Mapei prove the environmental credentials of their products
using the Environmental Product Declarations (EPD). An EPD
is a transparent document, verified and certified by a
third party body, which describes all the environmental
impacts of a product during its whole life cycle,
measuring all impacts by the LCA (Life Cycle
Assessment) standardized methodology.

Typically an EPD will include information about a product’s
impact on categories such as the global warming, caused by
greenhouse gas emissions, the ozone depletion, the natural
resources depletion, the eutrophication (abnormal growth of
aquatic organisms, such as algae, which causes the depletion
of aquatic fauna), the acidification due to pollutants, which
causes acid rains.

Mapei EPDs are developed according to ISO 14025, EN 15804

and PCR Environdec (Version 2.01) and are published on the
EPD International Platform.

GwWP,,, POCP EP ODP ADPf
Global i i Acidificati Ozone Abiotic Abiotic

Warming Ozone Potential Potential Depletion Depletion Depletion
Potential Creation Potential Potential Potential

Potential

(elements) (fossil)




EUROPE, LIVING THE
DREAM TOGETHE

Sassuolo, founded in 1920 and played in the Emilian
amateur divisions for most of its history. In 2002, MAPEI
bought the club and led them
from Serie C2 to Europa League.
Since then, Sassuolo escalate to a
higher level each year. In 2012-13,
Sassuolo won the Serie B title, thus
promoted to Serie A.




Download
MAPEI APP

D appstore

i Crouts calculoios

Sealents caloulanor

Distributors / Resellers contact:

MADEI

*Gul;lgle F‘Iay

A = & O

The world of Mapei in your hands

Find out more on Mapei from our products
catalogue, and from the relevant technical
documentation and videos. The grouts and
sealants calculator allows you to estimate the
correct quantity of product needed for your
project. Stay up-to date with Realta Mapei
magazine, our communication tool with the
building world and with anyone appreciating
and using our products.

fio@©

Follow us on social media @ MapeiMalaysia
www.mapei.com.my



