
马贝防水产品选集
Mapei Waterproofing Products



洗手间，潮湿环境，游泳池，露台和阳台
Bathroom, Damp Environments, Swimming Pools, Balconies and Terraces



防水对建筑结构保护起到至关重要的作用，避免因受潮、老化、
长期受风雨侵蚀而出现渗漏。如没选择合适的防水产品，水汽容
易渗透至建筑内部，影响对基面粘结力、并造成结构损坏，受潮
基面漆料及面层材料难稳定附着。厨、卫生间等湿气重的场所，
会出现渗漏情况。外墙受到环境气候变化的侵害，如没有良好的
防水层，同样没办法完善保护基材。

而马贝既有水泥基胶凝材料的强度，易与潮湿基面粘结，又兼有
聚合物涂膜的弹性大、防水性好的优点。无毒、无害，不存在沥
青、焦油、有机溶剂型防水材料污染弊端。可于潮湿基面施工、
方便快捷。致密防水层可有效保障建筑结构安全，堵住水汽渗
透，以避免出现因受潮而出现的裂缝和基面损坏。

Waterproofing treatment plays an important role in building protection, 
preventing it from leakage caused by damping, aging and atmospheric 
corrosion. Without proper waterproofing treatment, penetration can easily 
affect the building structure and the adhesion to the substrate that lead to 
serious constructural damage. Both coating and covering materials are difficult 
to adhere well on such damped substrate. Leakage is common in places 
like kitchen and bathroom etc. caused by such damage. The exterior wall 
always suffers attack caused by temperature change. In case waterproofing 
application has not been done properly, the substrate should not be protected 
well. 

Mapei waterproofing materials are combined with the features of 
cementitious hydric strength, easy bonding to wet substrate, good elasticity 
and waterproofing strength. Non-toxic, user-friendly, free of bitumen, tar and 
solvent waterproofing substance, easy to apply on wet substrate, compact 
waterproofing layer maintains building’s stabilized structure, stopping vapor 
penetration, cracking and damage to the substrate.

洗手间/Bathrooms 外墙/Exterior Walls 露台和阳台/Balconies & Terraces



马贝K11刚性防水材料 Mapei K11 Rigid Waterproofing Slurry

JC/T 984-2011《聚合物水泥防水
砂浆》标准中的II型。

▶ 用于刚性水泥砂浆面

▶ 单组份防水

▶ 可于潮湿基面施工

▶ 耐磨性高、透汽性好

▶ 耐特别适合地下室防水施工

Type II of JC/T 984-2011 Polymer Modified Cement 
Mortars for Waterproof
▶  Used for rigid cementitious substrate 
▶ One-component waterproofer
▶ Applicable on damp substrate
▶ Good abrasion-resistance and vapor permeability
▶ Especially suitable for underground waterproofing 

application.

防水产品简介 / Waterproofing Product Introduction

GB/T 23445-2009《聚合物水泥防
水涂料》的JS-III型

▶ 具有适当柔韧性的防水涂料

▶ 可于潮湿基面施工

▶ 优异的耐老化性能

▶ 施工性能优越

▶ 优适用家装防水工程

Type JS-III of GB/T 23445-2009 Polymer-modified 
cement compounds for waterproofing membrane
▶  Waterproofing coating with appropriate flexibility 
▶  Applicable on damp substrate
▶  Excellent anti-aging features
▶  Excellent applicability 
▶  Specially suitable for home renovation works 

马贝K11韧性防水材料 Mapei K11 Low Flexible Waterproofing Slurry

颜色： 灰色，深绿色

35 kg/套： 25 + 10 kg

20 kg/套： 14.3 + 5.7 kg

Color: Grey, Dark green

35 kg/set： 25 + 10 kg

20 kg/set： 14.3 + 5.7 kg

马贝K11柔韧性防水涂料 Mapei K11 High Flexible Waterproofing Coating

GB/T23445-2009《聚合物水泥防
水砂浆》标准的JS-I型

▶ 具良好的柔韧性和粘结力, 抵御建
筑结构轻微震动而产生的微裂缝

▶ 优异的耐老化性能

▶ 方便潮湿基面上施工

▶ 出色的透汽性

▶ 特别适合阳台和露台防水工程

Type JS-I of GB/T 23445-2009 Polymer-modified cement 
compounds for waterproofing membrane
▶  Excellent flexibility and bonding strength, protecting building 

from micro-cracks caused by slight vibration in building 
structure.  

▶  Excellent anti-aging ability
▶  Easy to apply on damp substrate
▶  Good vapor permeability
▶  Special suitable for waterproofing projects in balconies and 

terraces

颜色： 白色、灰色

43 kg/套： 25 + 18 kg

20 kg/套： 11.6 + 8.4 kg

Color: White, Grey

43 kg/set： 25 + 18 kg

20 kg/set： 11.6 + 8.4 kg

颜色：灰色

25 kg/包

Color: Grey

25 kg/bag

马贝通用型防水浆料 Mapei General Purpose Waterproofing Slurry

JC/T984-2011《聚合物水泥防水砂
浆》标准II型的技术要求

▶ 与基面粘结力强

▶ 优良的防水抗渗性能

▶ 增强抗冻性和抗盐侵蚀性

▶ 适用性强，应用广泛

▶ 操作简单，施工方便

▶ 适用家装的厨房，厕所防水工程

Type II of JC/T 984-2011 Polymer Modified Cement 
Mortars for Waterproof
▶  Strong bonding strength to substrate
▶  Excellent waterproofing and impermeability 
▶  Enhanced anti-frost and anti-salt ability 
▶  Good applicability and adoptability 
▶  Easy to use and apply
▶  Specially suitable for toilet, kitchen waterproofing

颜色： 蓝色、灰色

20 kg/套： 16 + 4 kg

Color: Blue, Grey

20 kg/set： 16 + 4 kg



防水产品简介 / Waterproofing Product Introduction

JC/T 2090-2011《聚合物水泥防水
浆料》II型
▶双组份弹性水泥基砂浆
▶ 耐紫外线性能优越，适合屋面，

阳台和泳池
▶ 低温环境下具一定的柔性
▶ 尤适用于易开裂结构
▶ 高效耐水压
▶ 全球马贝产品，达到欧标及其他

国际标准要求

马贝弹性防水砂浆331

颜色： 灰色

32 kg/套： 24 + 8 kg

马贝K12柔性防水涂料

GB/T23445-2009《聚合物水泥防
水砂浆》标准的JS-II型

▶适合潜在微开裂、长期泡水或相
对潮湿环境的防潮、防水施工

▶具一定柔韧性、能抵御轻微震动
所出现的微裂缝

▶优良的防水抗渗性能、耐老化性
能

▶粘结力强，不起皮、不脱落

颜色： 灰色、深绿色

39 kg/套： 25 + 14 kg

Color: Grey, Dark green

39 kg/set： 25 + 14 kg

Color: Grey

32 kg/set： 24 + 8 kg

Mapei K12 Medium Flexible Waterproofing Coating 

Mapelastic

Type JS-II of GB/T 23445-2009 Polymer-modified cement 
compounds for waterproofing membrane
▶ Suitable for subject to micro-cracks, long-time 

immersed in water or comparatively wet places damp-
proof and waterproofing application.

▶ With flexibility to protect building from creating micro-
cracks caused by slight vibration.  

▶ Excellent waterproofing, vapor impermeability and anti-
aging abilities

▶ Strong bonding strength without peeling or pulling off. 

Type II of JC/T 2090-2011 Polymer Modified Cement 
Slurry for Waterproof
▶ Two-component flexible cementitious slurry 
▶ Excellent UV-resistance, especially good for roof, 

balcony and swimming pool
▶ Maintain certain flexibility at low temperature 
▶ Suitable for places subjected to cracking
▶ Effective resistance to water pressure  
▶ Mapei world-wide products that fulfilled European 

and other international requirements. 

马贝耐碱玻纤网 900

▶ 抗碱玻纤网

▶ 加固防水保护层、抗裂层和隔热
层

▶ 施用于两道防水之间，特别是阴
阳角，转角，板材之间的接缝位
置

Fiberglass Mesh 900

▶ Fiberglass mesh that is resistant to alkali
▶ Waterproofing and consolidating protection, anti-

cracking and thermal barrier
▶ Can be applied between two coatings, special 

suitable for joints amongst internal and external 
corners, intersection angles and panels. 

颜色：蓝色

15 kg/桶

颜色：白色

宽: 1m X 长: 50m / 卷

Color: Blue

15 kg/Pail

Color: White

Width: 1m X long: 50m / Roll

Mapeplastic AquaDefense

▶ Solvent-free, ready-to-use flexible waterproofing 
slurry

▶ Internal and external application 
▶ Ultra-fast dry, able to fix ceramic tiles and stones 4 

hours after application
▶ Excellent flexibility and bonding strength

马贝快干树脂防水浆料 2103

▶ 无溶剂即用型弹性防水浆料

▶ 室内、室外施工皆宜

▶ 超快干，完工仅4小时后，即可贴
瓷砖和石材

▶ 柔韧性和粘贴力良好

LIQUID-APPLIED WATER
IMPERMEABLE PRODUCTS

EN 14891

IN COMPLIANCE WITH
EUROPEAN STANDARD

DMO1
EN 14891



防水产品简介 / Waterproofing Product Introduction

Lamposilex

Supreme Water Plug S

▶ Ultra-fast setting and dry hydraulic binder for 
stopping water leaks in 30 seconds

▶ Stopping water leaks in basements, tunnels and 
subways etc structure in general 

▶ Waterproof sealing for hydraulic works, sewage 
canals, oil tanks and rigid joints 

Type II of GB23440-2009
▶ Ready-to-use, powder type fast setting water plug
▶ Fast setting time: 10 minutes 
▶ Good water-repellent features
▶ Stop moisture in basement, subway and different 

kinds cracks and holes before waterproofing 
treatment

马贝瞬凝水堵 204

▶ 堵水漏超快凝、快干的液压粘合
剂，30秒内可堵水

▶ 即使受压情况下，地下室、隧
道、地铁等结构进行各类堵漏处
理

▶ 水利混凝土结构，污水渠、油罐
和运河和刚性防水接隙的密封

马贝高效堵漏剂 S

符合GB23440-2009 II型

▶ 即用型粉剂快干粘结剂。

▶快凝时间：10分钟

▶具高效憎水特性

▶在进行防水处理前用于地下室、
地铁和各类地下结构裂缝和孔洞
的堵水处理

马贝防水带 337

▶ 即用于水泥基防水系统，内衬织
物的耐碱橡胶带

▶ 适合墙面、地面、各类基面和面
才

▶ 抗拉裂性能特好

▶ 特别适用于转角和接缝位置

Mapeband 

▶ Ready-to-use for the cementitious waterproofing 
system with woven underlay alkali-resistant rubber 
tape

▶ Suitable for wall, floor and different types of 
substrates and covering materials

▶ Excellent tensile-resistant ability
▶ Especially suitable for corners and joints 

颜色：蓝色 + 白色

宽: 0.12m X 长: 50m / 卷

Color: Blue + White

Width: 12cm X long: 50m / Roll

颜色：灰色

1 kg/包

颜色：灰色

2 kg/包

Color: Grey

1 kg/bag

Color: Grey

2 kg/bag



地下工程结构产品选用组合表
Underground Stouctural Work Product Selection Chart
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地下工程结构  Underground Work
马贝膨润土防水卷材2048
Mapeproof • • • • •
马贝膨润土防水卷材LW
Mapeproof LW • • • • •
马贝膨润土防水砂浆
Mapeproof Mastic • •
马贝防水膨胀密封膏
Mapeproof Swell • • • •
马贝防水条441
Idrostop • • •
马贝防水条B25
Idrostop B25 • • • •
马贝防水条337
Mapeband • •
马贝防水条TPE
Mapeband TPE •
马贝防水膜PVC BI-BE
Idrostop PVC BI-BE •
马贝防水液332
Idrosilex •
马贝K11刚性防水材料Mapei K11 
Rigid Waterproofing Slurry • • • •
马贝弹性防水砂浆331
Mapelastic • • • •
马贝瞬凝水堵204
Lamposilex • • • •
马贝聚氨酯注浆1KM
Resfoam 1KM • • • •
马贝发泡聚氨酯F346-马贝发泡聚氨酯T347
Foamjet F - Foamjet T • • • •
马贝沥青防水膜323
Plastimul •
马贝高柔性沥青防水膜1K
Plastimul 1K Super Plus •
马贝高柔性沥青防水膜2K
Plastimul 2K Plus •
马贝高弹性沥青防水膜2K
Plastimul 2K Super •
马贝TPO地下用防水卷材T 
TUMapeplan T TU •
马贝塑化PVC地下用防水卷材 
TUMapeplan TU •
马贝塑化PVC地下用防水卷材 TU 
SMapeplan TU S •
马贝塑化PVC地下用防水卷材 TT
Mapeplan TT •
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选材指引
Selection Guideline

1 地下室墙、地面防水
Wall & Floor Area of Underground Toilet,Washroom, Laundry Room Balcony & Terrace

马贝T TPO/FPO合成防水卷材系列
马贝塑化PVC防水卷材系列
马贝K11刚性防水材料
马贝K12柔性防水涂料
Mepeplan T TPO/FPO Waterproofing Membrame 
Mapeplan Waterproofing Membrame 
Mapei K11 Rigid Waterproofing Slurry
Mapei K12 Medium Flexible Waterproofing Coating

2 建筑浴室淋浴间和洗衣房

马贝K11韧性防水材料
马贝K12柔性防水涂料
马贝弹性防水砂浆331
马贝通用型防水浆料
Mapei K11 Low Flexible Waterproofing Slurry
Mapei K12 Medium Flexible Waterproofing Coating,
Mapelastic
Mapei General Purpose Waterproofing Slurry

3 露台和阳台防水

马贝K11柔韧性防水涂料
马贝K12柔性防水涂料
马贝K11韧性防水材料
马贝快干树脂防水浆料 2103
Mapei K11 High Flexible Waterproofing Coating
Mapei K12 Medium Flexible Waterproofing Coating
Mapei General Purpose Waterproofing Slurry
Mapeplastic AquaDefense

Swimming Pools & Water Tank Exterior Wall Roo�ng Area4 建筑游泳池和水池

马贝K12柔性防水涂料
马贝弹性防水砂浆331
Mapei K12 Medium Flexible Waterproofing Coating
Mapelastic

5 外墙防水

马贝K11柔韧性防水涂料
马贝K12柔性防水涂料
马贝弹性防水砂浆331
Mapei K11 High Flexible Waterproofing Coating
Mapei K12 Medium Flexible Waterproofing Coating
Mapelastic

6 屋面防水

马贝T TPO/FPO合成防水卷材系列
马贝塑化PVC防水卷材系列
马贝弹性防水砂浆331
Mepeplan T TPO/FPO  Waterproofing Membrame 
Mapeplan Waterproofing Membrame 
Mapelastic
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选材指引
Selection Guideline

1 地下室墙、地面防水
Wall & Floor Area of Underground Toilet,Washroom, Laundry Room Balcony & Terrace

马贝T TPO/FPO合成防水卷材系列
马贝塑化PVC防水卷材系列
马贝K11刚性防水材料
马贝K12柔性防水涂料
Mepeplan T TPO/FPO Waterproofing Membrame 
Mapeplan Waterproofing Membrame 
Mapei K11 Rigid Waterproofing Slurry
Mapei K12 Medium Flexible Waterproofing Coating

2 建筑浴室淋浴间和洗衣房

马贝K11韧性防水材料
马贝K12柔性防水涂料
马贝弹性防水砂浆331
马贝通用型防水浆料
Mapei K11 Low Flexible Waterproofing Slurry
Mapei K12 Medium Flexible Waterproofing Coating,
Mapelastic
Mapei General Purpose Waterproofing Slurry

3 露台和阳台防水

马贝K11柔韧性防水涂料
马贝K12柔性防水涂料
马贝K11韧性防水材料
马贝快干树脂防水浆料 2103
Mapei K11 High Flexible Waterproofing Coating
Mapei K12 Medium Flexible Waterproofing Coating
Mapei General Purpose Waterproofing Slurry
Mapeplastic AquaDefense

Swimming Pools & Water Tank Exterior Wall Roo�ng Area4 建筑游泳池和水池

马贝K12柔性防水涂料
马贝弹性防水砂浆331
Mapei K12 Medium Flexible Waterproofing Coating
Mapelastic

5 外墙防水

马贝K11柔韧性防水涂料
马贝K12柔性防水涂料
马贝弹性防水砂浆331
Mapei K11 High Flexible Waterproofing Coating
Mapei K12 Medium Flexible Waterproofing Coating
Mapelastic

6 屋面防水

马贝T TPO/FPO合成防水卷材系列
马贝塑化PVC防水卷材系列
马贝弹性防水砂浆331
Mepeplan T TPO/FPO  Waterproofing Membrame 
Mapeplan Waterproofing Membrame 
Mapelastic



工程案例
JOB REFERENCE

1 2
3 4



1. 大连小平岛别墅项目——马贝 K12 柔性防水涂料
2. 北京六星级芳草地酒店——马贝 K12 柔性防水涂料
3. 广州西塔——马贝 K12 柔性防水涂料、
   马贝 K11 刚性防水材料
4. 新加坡金沙湾酒店——马贝弹性防水砂浆 331
5. 广州荟景湾——马贝 K11 刚性防水砂浆、
   马贝 K11 韧性防水砂浆
6. 香港海洋公园——马贝弹性防水砂浆 331
7. 成都环球中心——马贝弹性防水砂浆 331 、
    马贝 K12 柔性防水涂料
8. 澳门新濠天地——马贝弹性防水砂浆 331

1.Dalian Xiaopingdao Real Estate Project--
  Mapei K12 Medium Flexible Waterproofing Coating
2.Beijing Parkview Green Hotel--Mapei K12   
  Medium Flexible Waterproofing Coating
3.Guangzhou International Financial Center --
   Mapei K12 Medium Flexible Waterproofing 
Coating & Mapei K11 Rigid Waterproofing Slurry
4.Singapore Marina Bay Sands Hotel--   
   Mapelastic
5. Canton View Bay-- Mapei K11 Rigid 
   Waterproofing Slurry & Mapei K11 Low 
   Flexible Waterproofing Slurry
6.Hongkong Ocean Park-- Mapelastic
7.Chengdu Global Center--Mapelastic & 
  Mapei K12 Medium Flexible Waterproofing 
  Coating
8.Macau The City of Dreams--
  Mapelastic

5

6 7
7 8



马贝防水产品选集
Mapei Waterproofing Products

Mapelastic
出色水泥基防水砂浆，现请体验滴水不漏的完美快感

Excellent Cementitious Waterproofer

马贝弹性防水砂浆 331

产品符合中国 JC/T 2090-2011（聚合物
水泥防水浆料）最新型标准II型要求，国际标准
EN1504-2 的CE认证，以及符合中国环境
保护部颁布的技术要求 CEC 071 78120541-1

Mapeilastic meets the latest requirements of 
Standard II, JC/T2090-2911 (polymer cement 
waterproofing slurry). It also meets the 
requirements claimed by EN1504-2 CE 
certification, and complied with China Ministry 
of Environmental Protection issued by the technical
requirements of CEC 071 78120541-1

“扫一扫”本产品详细信息

网址: www.mapei.com.cn

     CEC 071 78120541-1

马贝建筑材料（广州）有限公司
Mapei Construction Materials (Guangzhou) Co.,Ltd
工厂/  Factory: 
广州从化广东从化经济开发区丰盈路6 号
No 6, Fengying Road, Guangdong Conghua Economy 
Development Zone, China
Tel：+86-20 8781 0701     
Fax：+86-20 8781 0020
E-mail：mapei-gz@mapei.com.cn
Web：www.mapei.com.cn

广州联络处/Guangzhou Contact Address: 
Rm. 2003-4, Hong Fu Loi International Building,
No 313, Yan Jiang Zhong Road., Guangzhou, China 
广州市沿江中路313号康富来国际大厦2003-2004室
Tel：+86-20 8365 3489        Fax：+86-20 8365 3481

上海联络处/Shanghai Contact Address:
Room D, 16th Floor, Zao-Fong Universe Building,
No. 1800, West Zhongshan Road, Xuhui District, Shanghai,China 
上海市徐汇区中山西路1800号兆丰环球大厦16楼D座
Tel：+86-21 62078088         Fax：+86-21 62077088


