
Learn more on mapei.com

ECO ADHESIVES FOR 
RESILIENT, LVT, VINYL, TURF
AND WOOD COVERINGS
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Description: Universal, 
high-performance  
adhesive for laying LCT,   
VCT, PVC, carpet and  
textile floor covering.

Application: PVC, LVT, Rubber,
Linoleum, Textile coverings. 
Floors and walls in interior. 

Packaging: 5kg & 16kg drums.

Description: 
Epoxy-polyurethane  
adhesive for resilient and 
textile flooring.

Application: Rubber athletic 
tracks. PVC, LVT, Rubber, 
Linoleum coverings. Floors  
in interior.

Packaging: 5kg & 10kg drums.

MAPEI has developed a wide range of adhesives 
for resilient and textile wall and floor coverings 
that are solvent-free and have extremely low 
content of volatile organic compounds (VOC) in 
compliance with GEV standards, making it safe 
for installers and end-users.  

MAPEI systems are suitable for industries 
in tourism, healthcare, residential, commercial 
and even sports facilities. Besides adhesives, 
MAPEI also offers solutions for screeds, smoothing 
compounds, primers and other ancillary products 
for a complete installation system.  

OUR RANGE OF ADHESIVES

FOR VINYL, LVT AND RESILIENT COVERINGS

Description: “Pressure 
sensitive” adhesive with 
strong and fast initial tack, 
very long open time, for vinyl 
and wall coverings. 

Application: PVC, Linoleum,  
CV coverings. Floors and  
walls in interior.  

Packaging: 16kg drums.

ULTRABOND ECO 380
Description: Anti-slide 
tackifier with high residual 
tack for loose-lay textile tiles. 

Application: Textile floor tiles.

Packaging: 15kg drums.

ULTRABOND ECO TACK ULTRABOND ECO V4 SP ADESILEX G19

Description: Adhesive in water 
emulsion with fast setting for  
wood flooring.

Application: Wood strips,  
Wood mosaics.

Packaging: 20kg drums.

FOR WOOD 

Description: Ready-to-use flexible 
polyurethane adhesive for all types  
of parquet and solid wood. 

Application: Prefinished multi-layered 
and engineered wood, solid wood 
parquet with a ply backing.  

Packaging: 7kg & 15kg drums.

ULTRABOND P990 1K
Description: Solvent-free, sililated 
polymer-based adhesive with very  
low emission of volatile organic 
compounds (EMICODE EC 1 PLUS). 

Application: Pre-finished parquet, 
Engineered wood.

Packaging: 15kg drums.

ULTRABOND ECO S940 1K ADESILEX LC/RP

Description: Ready-to-use 
polyurethane adhesive for bonding 
jointing strips between sheets of 
synthetic grass. Full system complies 
with FIFA requirements. 

Application: Synthetic grass surfaces, 
indoors and outdoors. 

Packaging: 7kg & 15kg drums,   
20 units of 600ml cartridges in boxes.

FOR TURF

Description: Solvent and water-free 
polyurethane adhesive for bonding 
synthetic grass surfaces. 

Application: Synthetic grass surfaces, 
indoors and outdoors.  

Packaging: 15kg drums.

ULTRABOND TURF PU 2K
Description: Rapid-setting 
polyurethane adhesive for bonding 
synthetic grass. Full system meets  
FIFA standards. 

Application: Synthetic grass surfaces, 
indoors and outdoors.

Packaging: 5kg & 15kg drums.

ULTRABOND TURF 2 STARS ULTRABOND TURF PU 1K

MAPEI FAR EAST PTE LTD
28 Tuas West Road, Singapore 638383 

Tel. +65 6862 3488  |  Fax +65 6862 1012/13
mapei.com.sg  |  mapei@mapei.com.sg
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