
for joint widths ≤ 6mm
KERACOLOR FFFF

SF FF GG PLMANHATTAN 2000

110

100
WHITE SF FF GG PL

SF FF GG PLSILVER GREY

111

SF FF GG PLMEDIUM GREY

112

SF FF GG PLCEMENT GREY

113

SF FF GG PLANTHRACITE

114

FF GGSF PLBLACK

120

SF FF GG PLVANILLA

131

SF FF GG PLJASMINE

130

SF FF GG PLBEIGE 2000

132

SF FF GG PLSILK

134

SF FF GG PLCARAMEL

141

SF FF GG PLMAGNOLIA

160

SF FF GG PLSIENA EARTH

145

SF FF GG PLCROCUS BLUE

170

SF FF GG PLLIGHT JASMINE

269

SF FF GG PLWARM BEIGE

270

SF FF GG PLBARLEY

291

SF FF GG PLBROWN

142

SF FF GG PLCHOCOLATE

144

MULTI-COLOUR CEMENTITIOUS GROUTS TO KEEP 
UP WITH MATCHING TILE AND STONE DESIGNS

All cementitious grouts from Mapei are with 
improved characteristics in conformance to 
class CG2 European Norm EN 13888 and 
to class CG2WA ISO 13007-3

To be mixed with clean water. For 
enhanced performance of Keracolor, 
mix with latex Fugolastic instead of 
water. (Refer to data sheets for 
detailed instructions on mixing ratio)

KERACOLOR SF
for joint widths ≤ 4mm

SF

for joint widths 2-20mm
ULTRACOLOR PLUSPL

KERACOLOR GG
for joint widths 4-15mm

GG
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SF FF GG PLMOON WHITE

103

Spreading with 
a rubber float

Cleaning with
a sponge

Final cleaning 
with a cloth

www.mapei.com/sg

SF FF GG PLLONDON GREY

119

SF FF GG PLSAND

133


