
WHERE TO USE

Mapetherm Minhard, strengthened with special additives and acrylic co-polymers developed for mineral based surfaces,
is a water impermeable cement based decorative coating material which is used as a decorative top coat on walls and
ceilings of indoor and outdoor areas, creating ready-to-paint surfaces.

Some application examples
· Top coat for exterior thermal insulation systems.
· Top coat for ceilings.
· Coating on plaster on cement based surfaces.
· Top coat for interior thermal insulation systems.

TECHNICAL CHARACTERISTICS

· It has excellent water vapour permeability due to its cement-based special formula. It contributes to the water vapor
permeability of the exterior thermal insulation system.

· It is resistant to water, humidity, frost and severe weather conditions.
· It is �exible, easy to apply and easy to design.
· It provides high adhesion to cement based surfaces.
· It does not crack or fall off.

RECOMMENDATIONS

Do not use Mapetherm Minhard, in the following cases:
· Do not use Mapetherm Minhard on metal surfaces.
· Do not use Mapetherm Minhard for adhering thermal insulation boards without repairing the old painted and rendered

surfaces (do the necessary repairs or if necessary, disassemble the surface, in order for it to self-support).

APPLICATION PROCEDURE

Substrate preparation
The surface should be clean, dry and sound. Application of Mapetherm Minhard over thermal insulation systems, must be
done at least 48 hours after the application of the render with mesh in proper thickness - 4 mm (fully dry).
If Mapetherm Minhard will be applied 3 months after the application of the thermal insulation plaster, apply Facciata Astar
before the application of the top coat to increase the adhesion.

Preparing the mix
Pour Mapetherm Minhard into a bucket containing 24-26% (by weight of powder) of clean water (approx. 6-6,5 l of water
for 25 kg of powder). Mix with a low- speed mixer, until a homogeneous and lump free paste is obtained. After 10 minutes
standing it should be restirred.
If necessary, the consistency of the mixture can be adjusted by adding a little more water.

MAPETHERM MINHARD

One component, cementitious mortar for rendering thermal insulation systems



Spreading the mix
The mix remains workable for 3-4 hours, depending on the weather conditions. Application temperature should be
between +5°C and +35°C. If the mix is hardened, it should not be used by adding water into it. Mapetherm Minhard should
be textured maximum 10 minutes after application. In order to obtain a grainy texture, circular motions should be done
with plastic or polyurethane trowel. The surface of the trowel should be peeled off frequently while the pattern is given.
Attention should be paid to the use of products with the same charge number on the same surface. Make sure that
suf�cient number of people are employed during the application, that the material is not interrupted and that the joints
and corner details are not exposed continuously.
Avoid application under direct sunlight or on sun-heated surfaces, during strong wind, fog, high relative humidity or
imminent rain. Protective tarpaulins should be used if necessary. The surface and air temperature should be between +5°C
and +35°C during application.
Surface drying time is 24 hours at 20°C and 65% relative humidity. Full drying time is 2-3 days. Low temperatures and high
relative humidity extend the drying time.
Under normal conditions, wait 24 hours before coloring.

Cleaning

Tools and containers can be cleaned with water while Mapetherm Minhard is still fresh.

CONSUMPTION

Dry product consumption;
• Mapetherm Minhard: 2,5 - 3,0 kg/m²
It should be noted that the stated consumption amounts may vary depending on the surface and application conditions.
Site-controlled samples should be made for precise consumption.

PACKAGING

Mapetherm Minhard is supplied in 25 kg bags.

STORAGE

Mapetherm Minhard, when kept in a dry place and in its original packaging, can be stored for 12 months.

SAFETY INSTRUCTIONS FOR PREPARATION AND APPLICATION

Mapetherm Minhard contains cement that when in contact with sweat or other body �uids causes irritant alkaline
reaction and allergic reactions to those predisposed. It can cause damage to the eyes. It is recommended to use
protective gloves and goggles and to take the usual precautions for handling chemicals. If the product comes in contact
with the eyes or skin, wash immediately with plenty of water and seek medical attention. For further and complete
information about the safe use of our product please refer to the latest version of our Safety Data Sheet (SDS).
PRODUCT FOR PROFESSIONAL USE.

TECHNICAL DATA (typical data)

PRODUCT IDENTITY

Consistency: powder

Colour: white

Maximum size of aggregate: approx. 2.000 micron

APPLICATION DATA (at +23 C - %50 R. H.)

Mixing ratio with water (%): 24 -26

Consistency of mix: paste

Density of mix (kg/m ): 1450 ± 50

Application temperature: between +5°C and +35°C
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Adjustment time: 15 minutes

Waiting time before �nishing operation: approx. 24 hours

Consumption (kg/m ): 2.5 - 3.0

FINAL PERFORMANCE According to TS 7847

Water-vapour transmission rate g/(m .day): >150

Water transmission rate kg/(m .h ): <0,1

Reaction to �re: A1

WARNING

Although the technical details and recommendations contained in this product data sheet correspond to the best of our
knowledge and experience, all the above information must, in every case, be taken as merely indicative and subject to
con�rmation after long-term practical application: for this reason, anyone who intends to use the product must ensure
beforehand that it is suitable for the envisaged application: in every case, the user alone is fully responsible for any
consequences deriving from the use of the product.
Please refer to the current version of the Technical Data Sheet, available from our web site www.mapei.com

LEGAL NOTICE

The contents of this Technical Data Sheet (“TDS”) may be copied into another project-related document, but the
resulting document shall not supplement or replace requirements per the TDS in effect at the time of the MAPEI product
installation. For the most up-to-date TDS and warranty information, please visit our website at www.mapei.com.
TO THE WORDING OR REQUIREMENTS CONTAINED IN OR DERIVED FROM THIS TDS SHALL VOID ALL RELATED MAPEI
WARRANTIES.
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. Reproduction of any text, photo, or illustration is prohibited and otherwise a legal action is initiated. .

http://www.mapei.com/
http://www.mapei.com/

